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Natural lighting  
Covering upstand Thermal improvement

BLUECOIF THERM FIX

RENOVATIONComfort / Natural lighting

   Saves energy by letting in natural 
light through the roof 

   Reduces heat loss thanks to 
improved upstand insulation 

   Keeps down temperature variations 
in buildings 

BLUETEK    

Characteristics

Urc: 1.6 W/m².K (200/300, straight, 150 mm high, BSL)

  Arc = 8.3 m2

  AP = 0.7 m3/h/m
  I4 = 0.08 m3/h/m 

   16 mm opal cellular PC (PCA) infill
   Straight covering upstand, 150 mm, insulated, 30 mm
   Seal on the perimeter of the upstand 

Standards and requirements

EN 1873

NATURAL 
LIGHTING

Covering upstand Thermal improvement

Bluecoif T
herm

 Fix

THERM
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Covering upstand Thermal improvement / Comfort / Natural lighting

Technical characteristics

Natural lighting | Covering upstand Thermal improvement
BLUECOIF THERM FIX

Dimensions Performance

Commercial dimensions
(roof opening)

W/L in cm

Light dimensions
(high opening)

W x L in cm

Urc
(W/m²K)*

50/50 50 x 50

2.3 to 2.8

60/60 60 x 60

70/70 70 x 70

80/80 80 x 80

90/90 90 x 90

100/100 100 x 100

110/110 110 x 110

120/120 120 x 120

130/130 130 x 130

140/140 140 x 140

150/150 150 x 150

160/160 160 x 160

170/170 170 x 170 

180/180 180 x 180

190/190 190 x 190

200/200 200 x 200

50/100 50 x 100

70/100 70 x 100

80/130 80 x 130

100/140  100 x 140

100/150 100 x 150

100/200 100 x 200

120/140 120 x 140

120/160 120 x 160

120/170 120 x 170

120/180 120 x 180

120/200 120 x 200

120/220 120 x 220

120/240 120 x 240

120/250 120 x 250

120/300 120 x 300

140/160 140 x 160

140/200 140 x 200

140/250 140 x 250

140/300 140 x 300

150/200 150 x 200

150/250 150 x 250

150/300 150 x 300

160/200 160 x 200

160/250 160 x 250

160/300 160 x 300

180/250 180 x 250

180/280 180 x 280

180/300 180 x 300

200/250 200 x 250

200/300 200 x 300

* Performance with 110 mm high device, 16 mm cellular PC (PCA)
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REFURBISHMENT

Sectional view

Bluecoif Therm Fix

Efficient solutions  I 6
p XXEFFICIENT SOLUTIONS

BSL (luminous sun-shading system)
   Reduces sun factor by 35%*
   Improves the thermal performance  
of the skylight

   Cuts glare and light marks on the floor
   Available in clear and opal

Pearl Inside
   Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

   New cellular PC (PCA) concept with incorporated 
glass microbeads 

   Crystalline effect for an incomparable aesthetic

Dome screen
   Aesthetic fixed shading 
   Eliminates the greenhouse effect with protection 
separated from the glazing 

   Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

Efficient solutions  I 6

* compared to 16 mm opal cellular PC (PCA)

Natural lighting | Covering upstand Thermal improvement
BLUECOIF THERM FIX
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RENOVATIONCovering upstand Thermal improvement / Comfort / Natural lighting

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  PAINTING
The upstand, grille or griddle can be painted in 
standard RAL shades

Infills

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal (standard), clear, Calor Control

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

O F

PVC

O F

PVC RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Natural lighting | Covering upstand Thermal improvement
BLUECOIF THERM FIX
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Natural ventilation  
Covering upstand Thermal improvement

BLUECOIF THERM AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Comfort / Natural ventilation

DAILY 
VENTILATION

  CONTROL
– electric, COSY type 
– pneumatic, OXY type
– mechanical, WINCH type
– manual, HANDLE type

   Natural ventilation to renew the air 
by day or by night 

   Saves energy by letting in natural 
light through the roof 

   Reduces heat loss thanks to 
improved upstand insulation 

BLUETEK    

RENOVATION

CharacteristicsStandards and requirements

EN 1873

Covering upstand Thermal improvement

Urc: 2.1 W/m².K (190/190, straight, 150 mm high, BSL)

  Arc = 5.1 m2

  AP = 0.5 m3/h/m
  I4 = 0.06 m3/h/m 

   16 mm opal cellular PC infill
   Straight covering upstand, 150 mm, insulated, 30 mm
   Seal on the perimeter of the upstand 

THERM

NATURAL 
LIGHTING

Bluecoif T
herm

 Air m
anual
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Dimensions Availability ** Performance*
Commercial dimensions

(roof opening)
W/L in cm

Light dimensions
(high opening)

W x L in cm

AIR
Elec

AIR
Pneu

AIR
Manual

AIR
     Winch Urc (W/m²K)

50/50 50 x 50 — — — l

60/60 60 x 60 — — — l

70/70 70 x 70 l l l l

2.8 to 3.6

80/80 80 x 80 l l l l

85/85 85 x 85 — — — l

90/90 90 x 90 l l l l

100/100 100 x 100 l l l l

110/110 110 x 110 l l l —

120/120 120 x 120 l l l —

130/130 130 x 130 l l l —

140/140 140 x 140 l l l —

150/150 150 x 150 l l l —

160/160 160 x 160 l l l —

170/170 170 x 170 l l l —

180/180 180 x 180 l l l —

190/190 190 x 190 l l l —

50/100 50 x 100 — — — l

70/100 70 x 100 l l l l

80/130 80 x 130 l l l —

100/140 100 x 140 l l l —

100/150 100 x 150 l l l —

100/200 100 x 200 l l l —

120/140 120 x 140 l l l —

120/160 120 x 160 l l l —

120/170 120 x 170 l l l —

120/180 120 x 180 l l l —

120/200 120 x 200 l l l —

140/160 140 x 160 l l l —

140/200 140 x 200 l l l —

150/200 150 x 200 l l l —

160/200 160 x 200 l l l —

Covering upstand Thermal improvement / Comfort / Natural ventilation

Technical characteristics

Natural ventilation | Covering upstand Thermal improvement
BLUECOIF THERM AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

l available, — not available 

* Performance with 110 mm high device, 16 mm cellular PC (PCA)
**for 16 mm cellular PC (PCA) infill; please enquire for other infills
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REFURBISHMENT

Sectional view

Bluecoif Therm Air Manual

Natural ventilation | Covering upstand Thermal improvement
BLUECOIF THERM AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Efficient solutions  I 6
p XXEFFICIENT SOLUTIONS

BSL (luminous sun-shading system)
   Reduces sun factor by 35%*
   Improves the thermal performance  
of the skylight

   Cuts glare and light marks on the floor
   Available in clear and opal

Pearl Inside
   Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

   New cellular PC (PCA) concept with incorporated 
glass microbeads 

   Crystalline effect for an incomparable aesthetic

Dome screen
   Aesthetic fixed shading 
   Eliminates the greenhouse effect with protection 
separated from the glazing 

   Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

Efficient solutions  I 6

* compared to 16 mm opal cellular PC (PCA)

Bluecoif Therm Air Winch
Ventilation with variable opening
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RENOVATIONCovering upstand Thermal improvement / Comfort / Natural ventilation

Natural ventilation | Covering upstand Thermal improvement
BLUECOIF THERM AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in clear, opal (standard), Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control, opaque

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

RAL 9010 RAL 9005

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Roof access  
Covering upstand Thermal improvement

BLUECOIF THERM PASS

Comfort / Roof access

ROOF
ACCESS

   Easy roof access thanks to the 
access bar on the roof 

   Saves energy by letting in natural 
light through the roof 

   Reduces heat loss thanks to 
improved upstand insulation 

   Inward opening with latch, outward 
opening with handle 

BLUETEK    

RENOVATION

CharacteristicsStandards and requirements

EN 1873

Covering upstand Thermal improvement

Urc: 2.2W/m².K (140/140, straight, 150 mm high, BSL)

  Arc = 3.4 m2

  AP = 0.4 m3/h/m
  I4 = 0.05 m3/h/m  

   16 mm opal cellular PC (PCA) infill
   Straight covering upstand, 150 mm, insulated, 30 mm
   Seal on the perimeter of the upstand 

Bluec
oif T

herm
 Pas

s

THERM

NATURAL 
LIGHTING
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Capping upstand Thermal improvement / Comfort / Roof access

Technical characteristics

Roof access | Covering upstand Thermal improvement
BLUECOIF THERM PASS

Dimensions
Opening angle

Performance

Commercial dimensions
(roof opening)

W/L in cm

Light dimensions
(high opening, hole for light)

W x L in cm

Urc
(W/m2K)*

50/50 50 x 50 90°

de 2,8 à 3,4

60/60 60 x 60 90°

70/70 70 x 70 90°

80/80 80 x 80 90°

90/90 90 x 90 90°

100/100 100 x 100 90°

110/110 110 x 110 90°

120/120 120 x 120 70°

130/130 130 x 130 70°

140/140 140 x 140 70°

50/100 50 x 100 90°

70/100 70 x 100 90°

100/140 100 x 140 70°

100/150 100 x 150 70°

100/200 100 x 200 70°

120/140 120 x 140 70°

120/160 120 x 150 70°

120/170 120 x 170 70°

* Performance with 150 mm high device, 16 mm cellular PC (PCA)
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REFURBISHMENT

Sectional view

Bluecoif Therm Pass

Roof access | Covering upstand Thermal improvement
BLUECOIF THERM PASS

Efficient solutions  I 6
p XXEFFICIENT SOLUTIONS

BSL (luminous sun-shading system)
   Reduces sun factor by 35%*
   Improves the thermal performance  
of the skylight

   Cuts glare and light marks on the floor
   Available in clear and opal

Pearl Inside
   Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

   New cellular PC (PCA) concept with incorporated 
glass microbeads 

   Crystalline effect for an incomparable aesthetic

Dome screen
   Aesthetic fixed shading 
   Eliminates the greenhouse effect with protection 
separated from the glazing 

   Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

Efficient solutions  I 6

* compared to 16 mm opal cellular PC (PCA)

90°or 70°
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REFURBISHMENTCapping upstand Thermal improvement / Comfort / Roof access

Roof access | Covering upstand Thermal improvement
BLUECOIF THERM PASS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION SWITCH
Shows the standby or safety position of the 
rooflight
Factory mounted

  PAINTING

The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades

   DEVICE OPENING
 Inward opening + outward opening 

O F

PVC

O F

PVC

O F

PVC
O F

PVC

p 1 
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Creating well-being is second nature

    Control
    Operation

Edition Nov 2016

O F

PVC

outwardinward

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in clear, opal (standard), Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control, opaque

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

RAL 9010 RAL 9005

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Natural lighting  
Standard steel covering upstand

BLUECOIF FIX

RENOVATIONComfort / Natural lighting

   Saves energy by letting in natural 
light through the roof

   Large dimensional range

BLUETEK    

Characteristics

   10 mm opal cellular PC (PCA) infill
   Straight covering upstand, 150 mm

Standards and requirements

EN 1873

NATURAL 
LIGHTING

Standard steel covering upstand  

Bluecoif F
ix
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Standard steel covering upstand / Comfort / Natural lighting

Technical characteristics

Natural lighting | Standard steel covering upstand
BLUECOIF FIX

Dimensions

Commercial dimensions
(roof opening)

W/L in cm

Light dimensions
(high opening)

W x L in cm

50/50 50 x 50

60/60 60 x 60

70/70 70 x 70

80/80 80 x 80

90/90 90 x 90

100/100 100 x 100

110/110 110 x 110

120/120 120 x 120

130/130 130 x 130

140/140 140 x 140

150/150 150 x 150

160/160 160 x 160

170/170 170 x 170 

180/180 180 x 180

190/190 190 x 190

200/200 200 x 200

50/100 50 x 100

70/100 70 x 100

80/130 80 x 130

100/140  100 x 140

100/150 100 x 150

100/200 100 x 200

120/140 120 x 140

120/160 120 x 160

120/170 120 x 170

120/180 120 x 180

120/200 120 x 200

120/220 120 x 220

120/240 120 x 240

120/250 120 x 250

120/300 120 x 300

140/160 140 x 160

140/200 140 x 200

140/250 140 x 250

140/300 140 x 300

150/200 150 x 200

150/250 150 x 250

150/300 150 x 300

160/200 160 x 200

160/250 160 x 250

160/300 160 x 300

180/250 180 x 250

180/280 180 x 280

180/300 180 x 300

200/250 200 x 250

200/300 200 x 300
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RENOVATION

Sectional view

Bluecoif Fix

Natural lighting | Standard steel covering upstand
BLUECOIF FIX
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RENOVATIONStandard steel covering upstand / Comfort / Natural lighting

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  PAINTING
The upstand, grille or griddle can be painted in 
standard RAL shades

Infills

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in clear, opal (standard), Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, Calor Control, opaque

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

O F

PVC

O F

PVC

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

RAL 9010 RAL 9005

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Natural lighting | Standard steel covering upstand
BLUECOIF FIX
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Natural ventilation  
Standard steel covering upstand

BLUECOIF AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Comfort / Natural ventilation

DAILY 
VENTILATION

  CONTROL
– electric, COSY type 
– pneumatic, OXY type
– mechanical, WINCH type
– manual, HANDLE type

   Saves energy by letting in natural 
light through the roof

   Natural ventilation to renew the air 
by day or by night 

   Different opening energies for 
manual or controlled use 

BLUETEK    

RENOVATION

Standard steel covering upstand  

CharacteristicsStandards and requirements

EN 1873

   10 mm opal cellular PC (PCA) infill
   Straight covering upstand, 150 mm

Bluecoif A
ir m

anual

NATURAL 
LIGHTING
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Dimensions Availability *
Commercial dimensions

(roof opening)
W/L in cm

Light dimensions
(high opening)

W x L in cm

AIR
Elec

AIR
Pneu

AIR
Manual

AIR
Winch

50/50 50 x 50 — — — •

60/60 60 x 60 — — — •

70/70 70 x 70 • • • •

80/80 80 x 80 • • • •

85/85 85 x 85 — — — •

90/90 90 x 90 • • • •

100/100 100 x 100 • • • •

110/110 110 x 110 • • • —

120/120 120 x 120 • • • —

130/130 130 x 130 • • • —

140/140 140 x 140 • • • —

150/150 150 x 150 • • • —

160/160 160 x 160 • • • —

170/170 170 x 170 • • • —

180/180 180 x 180 • • • —

190/190 190 x 190 • • • —

50/100 50 x 100 — — — •

70/100 70 x 100 • • • •

80/130 80 x 130 • • • —

100/140 100 x 140 • • • —

100/150 100 x 150 • • • —

100/200 100 x 200 • • • —

120/140 120 x 140 • • • —

120/160 120 x 160 • • • —

120/170 120 x 170 • • • —

120/180 120 x 180 • • • —

120/200 120 x 200 • • • —

140/160 140 x 160 • • • —

140/200 140 x 200 • • • —

150/200 150 x 200 • • • —

160/200 160 x 200 • • • —

*for 10 mm cellular PC (PCA) infill; please enquire for other infills

Standard steel covering upstand / Comfort / Natural ventilation

Technical characteristics

Natural ventilation | Standard steel covering upstand
BLUECOIF AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)



2022

RENOVATION

Sectional view

Bluecoif Air manual

Natural ventilation | Standard steel covering upstand
BLUECOIF AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Bluecoif Air Winch
Ventilation with variable opening



2022

RENOVATIONStandard steel covering upstand / Comfort / Natural ventilation

Natural ventilation | Standard steel covering upstand
BLUECOIF AIR (ELECTRIC, PNEUMATIC, WINCH, MANUAL)

Infills

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in clear, opal (standard), opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades

O F

PVC

O F

PVC

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

RAL 9010 RAL 9005

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Roof access  
Standard steel covering upstand

BLUECOIF PASS

Comfort / Roof access

ROOF
ACCESS

   Easy roof access thanks to the 
access bar on the roof

   Saves energy by letting in natural 
light through the roof

   Inward opening with latch, outward 
opening with handle

BLUETEK    

RENOVATION

Standard steel covering upstand  

CharacteristicsStandards and requirements

EN 1873

   10 mm opal cellular PC (PCA) infill
   Straight covering upstand, 150 mm

Bluecoif P
ass

NATURAL 
LIGHTING
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Standard steel covering upstand / Comfort / Roof access

Technical characteristics

Roof access | Standard steel covering upstand
BLUECOIF PASS

Dimensions
Opening angleCommercial dimensions

(roof opening)
W/L in cm

Light dimensions
(high opening, hole for light)

W x L in cm

90 x 90 90 x 90 90°

100 x 100 100 x 100 90°

110 x 110 110 x 110 90°

120 x 120 120 x 120 70°

130 x 130 130 x 130 70°

140 x 140 140 x 140 70°

70 x 100 70 x 100 90°

80 x 120 80 x 120 70°

100 x 200 100 x 200 70°
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RENOVATION

Sectional view

Bluecoif Pass

Roof access | Standard steel covering upstand
BLUECOIF PASS

90°or 70°
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REFURBISHMENTStandard steel covering upstand / Comfort / Roof access

Roof access | Standard steel covering upstand
BLUECOIF PASS

Infills

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in clear, opal(standard), opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION SWITCH

Shows the standby or safety position of the 
rooflight 
Factory mounted

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades

   DEVICE OPENING
 Inward opening + outward opening
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Creating well-being is second nature

    Control
    Operation
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Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

RAL 9010 RAL 9005

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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