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Smoke ventilation & Daily 
ventilation  
Electric - Thermal broken profile

BLUESTEEL RPT ELEC

Smoke ventilation & Daily ventilation

  �Optimised air flow performance 
with the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for wiring

  �Reduces heat loss thanks to 
improved upstand insulation 

BLUETEK    

Characteristics

SMOKE 
VENTILATION

 CONTROL
electric, HYPERION type (24V)

WATERPROOFED ROOF

DAILY 
VENTILATION

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10000 (partial ventilation)

Static wind 
resistance 

WL 1500 Pa

Snow load
SL250/SL550

Temperature 
elevation

B 300

Thermal broken profile

Urc: 1.3 W/m2.K (150/200, oblique Ht 350 mm, BSL)

  Arc = 6 m2

  AP = 0.45 m3/h/m 
  I4: 0.05 m3/h/m 

  �20 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 30 mm 
bitumen-coated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Seal on the perimeter of the upstand
  �Electrical thermofuse gauged at 100°C

Bluesteel  R
PT Elec

RPT

NATURAL 
LIGHTING

EN 1873
EN 12101-2

   
   

    
NE

W DIMENSIONS

AVAILABLE
24V        48VOR
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Thermal broken profile / Smoke ventilation & Daily ventilation

Technical characteristics

Smoke ventilation | Electric - Thermal broken profile
BLUESTEEL RPT ELEC

(1) CAIS: Standard insulated aluminium cover/BSL: luminous sun-shading system/PI (20/32): Pearl Inside 20 or 32 mm/SC: Sunlite Control
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
— not available
* Performance with 350 mm high device, 20 mm cellular PC (PCA)

Dimensions Performances Characteristics

Commercial 
dimensions 

(roof opening)
W/L in cm

Light 
dimensions 

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) 

in m2 Urc
(W/

m2K)*

24 V 48 V

Cellular PC 20/32, 
BSL (1) CAIS, PI (20,32) (1) Cellular PC 20/32, 

BSL (1) CAIS, PI (20,32) (1)

Std Max SL 250 (2) 
I (A)

SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)

110/110 100 x 100 600/1200 1,21 0,73 0,83

1,6

4,5 4,5 2,5 2,5

120/120 110 x 110 620 / 1300 1,44 0,84 0,99 4,5 4,5 2,5 2,5

130/130 120 x 120 650 / 1400 1,69 0,98 1,18 4,5 4,5 2,5 2,5

140/140 130 x 130 670 / 1500 1,96 1,14 1,39 4,5 4,5 2,5 2,5

150/150 140 x 140 700 / 1600 2,25 1,31 1,58 4,5 4,5 2,5 2,5

120/140 110 x 130 620 / 1300 1,68 0,97 1,16 4,5  — 2,5  —

120/160 110 x 150 620 / 1300 1,92 1,08 1,34 4,5  — 2,5  —

120/170 110 x 160 620 / 1300 2,04 1,14 1,43 4,5  — 2,5  —

120/180 110 x 170 620 / 1300 2,16 1,21 1,51 4,5  — 2,5  —

120/200 110 x 190 620 / 1300 2,40 1,30 1,68 4,5  — 2,5  —

140/160 13 0 x 150 670 / 1500 2,24 1,25 1,57 4,5  — 2,5  —

140/200 130 x 190 670 / 1500 2,80 1,51 1,96 4,5  — 2,5  —

150/200 140 x 190 700 /1600 3,00 1,68 2,07 4,5  — 2,5  —

O F

PVC
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WATERPROOFED ROOF

Sectional view

 D

 C

Bluesteel RPT Elec

Smoke ventilation | Electric - Thermal broken profile
BLUESTEEL RPT ELEC

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)

140° to 165° (depending on infill)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation & Daily ventilation

Smoke ventilation | Electric - Thermal broken profile
BLUESTEEL RPT ELEC

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMINOUS WATERPROOFING
- (by default)

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  ELECTRIC RELEASE

Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Partial or total, with the smoke ventilation motor

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in opal (standard), clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard 
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www.adexsi.com
+33 2 47 55 36 82
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Smoke ventilation  
Pneumatic - Thermal broken profile

BLUESTEEL RPT PNEU

Smoke ventilation

� Optimised air flow performance 
with the oblique upstand

� No mechanism overrun under the 
upstand while opening

� Device pre-mounted in the factory, 
ready for the copper tube

 �Reduces heat loss thanks to 
improved upstand insulation 

BLUETEK    

Characteristics

Urc: 1.3 W/m2.K (200/200, oblique Ht 350 mm, BSL)

  Arc = 7.4 m2

  AP = 0.45 m3/h/m  
  I4: 0.05 m3/h/m 

  �20 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 30 mm 
bitumen-coated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Seal on the perimeter of the upstand
  �Pneumatic thermofuse gauged at 93°C 

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire)

Re 10000 (partial ventilation)
Re 10,000 (full ventilation 

according to dimensions and infill)

Static wind resistance 
WL 1500 or 

WL 3000 (≤ 2m2)

Snow load
SL250/SL500

Temperature 
elevation

B 300

Bluesteel R
PT Pneu 

Standard version

Thermal broken profile

RPT

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal broken profile / Smoke ventilation

Technical characteristics

Smoke ventilation | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU

Dimensions Performance* Characteristics

N
o.

 o
f m

ec
ha

ni
sm

s 
(4

)

Com-
mercial 
dimen-
sions
(roof 

opening)
W/L 

in cm

Light di-
mensions

(high 
opening)

W x L 
in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) in 

m2

Aa 
(Useful area)  

in m2 Urc
(W/

m2K) 

Operating pressure (bar) Total volume of pneumatic cylinders in 
litres (L)

Cellular PC 
(PCA) 20

Cellular PC 
(PCA) 32. CAIS. 

BSL. 
PI(20) PI(32) (1)

SC. CAIA (1) Cellular PC 
(PCA) 20

Cellular PC 
(PCA) 32. CAIS. 

BSL. 
PI(20) PI(32) (1)

SC. CAIA (1) 

Std Max SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

90/90 80 x 80 535 / 1000 0.81 0.49 0.55

1.6

15 25 15 25 20 25 0.73 0.73 0.73 0.73 1.43 1.43 1

100/100 90 x 90 600 / 1100 1.00 0.60 0.68 15 25 20 15 25 25 0.73 0.73 0.73 1.43 1.43 1.43 1

110/110 100 x 100 610 / 1200 1.21 0.73 0.83 15 25 20 15 25 25 0.83 0.83 0.83 1.63 1.63 1.63 1

120/120 110 x 100 620 / 1300 1.44 0.84 0.99 20 20 25 20 25 25 0.83 1.63 0.83 1.63 1.63 1.63 1

130/130 120 x 120 650 / 1400 1.69 0.98 1.18 25 20 15 25 20 25 0.83 1.63 1.63 1.63 1.63 2.10 1

140/140 130 x 130 670 / 1500 1.96 1.14 1.39 15 25 20 25 25 — 1.63 1.63 1.63 2.10 1.63 — 1

150/150 140 x 140 700 / 1600 2.25 1.31 1.58 15 25 15 25 20 25 2.32 2.32 2.32 2.32 2.32 2.93 1

160/160 150 x 150 730 / 1700 2.56 1.48 1.79 15 25 20 25 — — 2.32 2.93 2.32 2.93 — — 1

170/170 160 x 160 750 / 1800 2.89 1.68 2.02 25 25 25 — — — 2.32 2.93 2.32 — — — 1

180/180 170 x 170 770 / 1900 3.24 1.88 2.27 20 — 25 — — — 2.32 — 2.32 — — — 1

190/190 180 x 180 790 / 2000 3.61 2.02 2.45 15 — 20 — — — 3.60 — 3.60 — — — 1

190/190 180 x 180 790 / 2000 3.61 2.02 2.45 — 25 — 25 — — — 3.60 — 3.60 — — 1+*

200/200 190 x 190 810 / 2100 4.00 2.16 2.72 20 — 25 — — — 3.60 — 3.60 — — — 1

200/200 190 x 190 810 / 2100 4.00 2.16 2.72 — 25 — 25 — — — 3.60 — 3.60 — — 1+*

200/200 190 x 190 810 / 2100 4.00 2.08 2.72 — — — — — — — — — — — — 2

100/140       90 x 130 600 / 1100 1.40 0.81 0.97 20 20 25 20 25 25 0.73 1.43 0.73 1.43 1.43 1.43 1

100/150 90 x 140 600 / 1100 1.50 0.84 1.05 20 20 25 20 25 25 0.73 1.43 0.73 1.43 1.43 1.43 1

100/200 90 x 190 600 / 1100 2.00 1.08 1.40 20 25 20 25 25 25 1.43 1.43 1.43 1.43 1.43 1.80 1

120/140 110 x 130 620 / 1300 1.68 0.97 1.16 25 20 15 25 25 25 0.83 1.63 1.63 1.63 1.63 1.63 1

120/160 110 x 150 620 / 1300 1.92 1.08 1.34 25 25 15 25 25 25 0.83 1.63 1.63 1.63 1.63 2.10 1

120/170 110 x 160 620 / 1300 2.04 1.14 1.43 25 25 20 25 25 25 0.83 1.63 1.63 1.63 1.63 2.10 1

120/180 110 x 170 620 / 1300 2.16 1.21 1.51 15 25 20 25 25 25 1.63 1.63 1.63 2.10 1.63 2.10 1

120/200 110 x 190 620 / 1300 2.40 1.30 1.68 15 25 20 25 — — 1.63 2.10 1.63 2.10 — — 1

120/220 110 x 200 620/1300 2.64 1.43 1.85 20 25 20 25 — — 1.63 2.10 1.63 2.10 — — 1

120/220 110 x 200 620 / 1300 2.64 1.32 1.98 20 20 25 25 — — 1.33 2.61 1.33 2.61 — — 2

120/240 110 x 230 620 / 1300 2.88 1.50 2.04 20 25 25 — — — 1.63 2.10 1.63 — — — 1

120/240 110 x 230 620 / 1300 2.88 1.44 2.16 20 20 25 25 — — 1.33 2.61 1.33 2.61 — — 2

120/250 110 x 240 620 / 1300 3.00 1.50 2.25 20 20 25 25 — — 1.33 2.61 1.33 2.61 — — 2

120/300 110 x 290 620 / 1300 3.60 1.80 2.66 25 20 25 25 — — 1.33 2.61 1.33 2.61 — — 2

140/160 130 x 150 670 / 1500 2.24 1.25 1.57 20 25 20 25 25 — 1.63 2.10 1.63 2.10 2.10 — 1

140/200 130 x 190 670 / 1500 2.80 1.51 1.96 20 — 25 — — — 1.63 — 1.63 — — — 1

140/250 130 x 240 670 / 1500 3.50 1.79 2.56 25 25 20 25 — — 1.33 2.61 2.61 2.61 — — 2

140/300 130 x 290 670 / 1500 4.20 2.10 3.02 15 25 20 25 — — 2.61 2.61 2.61 3.36 — — 2

150/200 140 x 190 700 / 1600 3.00 1.68 2.07 20 25 20 25 — — 2.32 2.93 2.32 2.93 — — 1

150/250 140 x 240 700 / 1600 3.75 1.95 2.70 10 25 15 25 — — 3.71 3.71 3.71 3.71 — — 2

150/300 140 x 290 700 / 1600 4.50 2.30 3.20 15 25 15 25 — — 3.71 3.71 3.71 3.71 — — 2

160/200 150 x 190 730 / 1700 3.20 1.79 2.21 20 25 25 — — — 2.32 2.93 2.32 — — — 1

160/250 150 x 240 730 / 1700 4.00 2.08 2.84 15 25 15 25 — — 3.71 3.71 3.71 3.71 — — 2

160/300 150 x 290 730 / 1700 4.80 2.45 3.36 15 25 20 25 — — 3.71 3.71 3.71 4.69 — — 2

180/250 170 x 240 770 / 1900 4.50 2.34 3.11 20 25 20 25 — — 3.71 3.71 3.71 4.69 — — 2

180/280 170 x 270 770 / 1900 5.04 2.57 3.43 20 25 20 25 — — 3.71 4.69 3.71 4.69 — — 2

180/300 170 x 290 770 / 1900 5.40 2.75 3.67 20 25 20 25 — — 3.71 4.69 3.71 4.69 — — 2

200/250 190 x 240 810 / 2100 5.00 2.55 3.35 15 25 20 25 — — 5.76 5.76 5.76 5.76 — — 2

200/300 190 x 290  810 / 2100 6.00 3.00 4.02 15 25 20 25 — — 5.76 5.76 5.76 5.76 — — 2

O F

PVC

(1) CAIS: Standard insulated aluminium cover/PI 20: Pearl Inside 20 mm/BSL: Luminous sun-shading system/PI 32: Pearl Inside 32 mm/CAIA: Acoustic (35 dB) insulated aluminium cover/SC: Sunlite Control
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude 
(4) 1+: reinforced mechanism
— not available
* Performance with height 350 mm, 20 mm cellular PC (PCA), opening 165°
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WATERPROOFED ROOF

Sectional view

Bluesteel RPT Pneu (standard version)

Smoke ventilation | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU

140° or 165° depending on infill

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation

Smoke ventilation | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMINOUS WATERPROOFING
- (by default)

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises
Available in 140°C and 180°C.

  VENTILATION
Pneumatic: full opening with the pneumatic cylinder 
(ventilation 6 bar) (depending on dimensions and infill)
Electric: 230 V electrical motor for partial opening, 300 
mm or 500 mm (to be fitted on site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

Infills

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in opal (standard), clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard
Acoustic (35 dB) insulated aluminium cover

O F

PVC

RA
L
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Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Smoke ventilation & Roof access  
Pneumatic - Thermal broken profile

BLUESTEEL RPT PNEU + ACCESS

Smoke ventilation & Roof access

� Possibility of daily natural 
ventilation

� Easy roof access with remote roof 
access mechanism

� Device pre-mounted in the factory, 
ready for the copper tube

� Reduces heat loss thanks to 
improved upstand insulation

BLUETEK    

Characteristics

Urc: 1.6 W/m2.K (130/130, straight, 350 mm high, BSL)

  Arc = 4.3 m2 
  AP = PND* 
  I4: PND* 

  �20 mm opal cellular PC (PCA) infill
  �Straight upstand, 350 mm high, insulated, 30 mm, 
bitumen-treated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Seal on the perimeter of the upstand
  �Pneumatic thermofuse gauged at 93°C 

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire)

Re 10,000 (partial ventilation)
Re10,000 (total ventilation 

according to dimensions and infill)

Static wind resistance 
WL 1500

Snow load
SL250/SL550

Temperature 
elevation

B 300

Blueste
el R

PT Pneu + acce
ss 

(ro
of 

acce
ss 

posit
ion) - 

sta
ndard versi

on

Thermal broken profile

RPT

NATURAL 
LIGHTING

ROOF
ACCESS

EN 1873
EN 12101-2

*PND: performance not determined
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Thermal broken profile / Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU + ACCESS

Dimensions Performance Characteristics

Commercial 
dimensions 

(roof 
opening)

W/L in cm

Light 
dimensions 

(high 
opening)

W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m²

Aa 
(Useful 
area) 
in m²

Urc
(W/m²K)*

Operating pressure (bar) Total volume of actuators in litres (L)

Cellular PC (PCA) 20 Cellular PC (PCA) 32. 
BSL. PI (20) (1) Cellular PC (PCA) 20 Cellular PC (PCA) 32. 

BSL. PI (20) (1)

Std SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2)

80/80 80 x 80 491/985 0.64 0.36

1.6

15 25 15 25 0.73 0.73 0.73 0.73

90/90 90 x 90 520 / 1081 0.81 0.46 15 20 20 20 0.73 1.43 0.73 1.43

100/100 100 x 100 545 / 1180 1.00 0.58 15 20 20 20 0.83 1.63 0.83 1.63

110/110 110 x 110 570 / 1275 1.21 0.68 20 20 25 20 0.83 1.63 0.83 1.63

120/120 120 x 120 595 / 1375 1.44 0.81 25 25 15 25 0.83 1.63 1.63 1.63

130/130 130 x 130 1.69 0.96 15 25 20 25 1.63 1.63 2.10 2.10

80/130 80 x 130 0.64 0.57 20 20 20 20 0.73 1.43 0.73 1.43

(1) CAIS: Standard insulated aluminium cover/BSL: Luminous sun-shading system/PI 20: Pearl Inside 20 mm 
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
* Performance with 350 mm high device, 20 mm cellular PC (PCA)

O F

PVC
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WATERPROOFED ROOF

Sectional view

Bluesteel RPT Pneu + Access (roof access position)

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU + ACCESS

165°

80°

Bluesteel RPT Pneu + Access (safety position)

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation & Roof access

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT PNEU + ACCESS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMINOUS WATERPROOFING
- (by default)

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT

Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC
O F

PVC
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Accessories & options I 7
p 1 to 4

Accessories & options I 7
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  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in opal (standard), clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control
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PVC
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Smoke ventilation & Daily 
ventilation  
Electric - Thermal broken profile POSITIV COLD

BLUESTEEL RPT F+ ELEC

Smoke ventilation & Daily ventilation

  �Optimised air flow performance 
with the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for wiring

  �Reduces heat loss thanks to 
improved upstand insulation 

  �Limits condensation in summer

BLUETEK    

Characteristics

SMOKE 
VENTILATION

 CONTROL
electric, HYPERION type (24V)

WATERPROOFED ROOF

DAILY 
VENTILATION

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10000 (partial ventilation)

Static wind 
resistance 

WL 1500 Pa

Snow load
SL250/SL550

Temperature 
elevation

B 300

Thermal broken profile

Urc: 1.3 W/m2.K (150/200, oblique Ht 350 mm, BSL)

  Arc = 6 m2

  AP = 0.45 m3/h/m 
  I4: 0.05 m3/h/m 

  �20 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 30 mm 
bitumen-coated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Electrical thermofuse gauged at 100°C
  �Double frame seal

     Extern corner profile to welding the waterproofing 	
     upstand
     Upstand corner sealing enhanced

Bluesteel  R
PT F+ Elec

RPT

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal broken profile / Smoke ventilation & Daily ventilation

Technical characteristics

Smoke ventilation | Electric - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ ELEC

Dimensions Performance Characteristics

Commercial 
dimensions 

(roof opening)
W/L in cm

Light 
dimensions 

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) 

in m2 Urc 
(W/m2K)*

Voltage 
U (V)

20/32 cellular PC 
(PCA). BSL (1) CAIS. PI (20. 32) (1) SC (1)

Std Max SL 250 (2) 
I (A)

SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)

110/110 110 x 110 600/1200 1,21 0,73 0,83

1,6 24

4,5 4,5 4,5

120/120 120 x 120 620 / 1300 1,44 0,84 0,99 4,5 4,5 —

130/130 130 x 130 650 / 1400 1,69 0,98 1,18 4,5 4,5 —

140/140 140 x 140 670 / 1500 1,96 1,14 1,39 4,5 4,5 —

150/150 150 x 150 700 / 1600 2,25 1,31 1,58 4,5 4,5 4,5

120/140 120 x 140 620 / 1300 1,68 0,97 1,16 4,5 — —

120/160 120 x 160 620 / 1300 1,92 1,08 1,34 4,5 — —

120/170 120 x 170 620 / 1300 2,04 1,14 1,43 4,5 — —

120/180 120 x 180 620 / 1300 2,16 1,21 1,51 4,5 — —

140/160 140 x 160 670 / 1500 2,24 1,25 1,57 4,5 — —

(1) CAIS: Standard insulated aluminium cover/BSL: luminous sun-shading system/PI (20/32): Pearl Inside 20 or 32 mm/SC: Sunlite Control
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
— not available
* Performance with 350 mm high device, 20 mm cellular PC (PCA)

O F

PVC



2022

WATERPROOFED ROOF

Sectional view

Smoke ventilation | Electric - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ ELEC

140° to 165° (depending on infill)

  D

 C

Bluesteel RPT F+ Elec
  D

 C

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation & Daily ventilation

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Partial or total, with the smoke ventilation motor

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC
RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in opal (standard), clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard 

Smoke ventilation | Electric - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ ELEC

O F

PVC
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Smoke ventilation  
Pneumatic - Thermal broken profile POSITIV COLD

BLUESTEEL RPT F+ PNEU

Smoke ventilation

� Optimised air flow performance 
with the oblique upstand

� No mechanism overrun under the 
upstand while opening

� Device pre-mounted in the factory, 
ready for the copper tube

 �Reduces heat loss thanks to 
improved upstand insulation 

 �Limits condensation in summer

BLUETEK    

Characteristics

Urc: 1.3 W/m2.K (200/200, oblique Ht 350 mm, BSL)

  Arc = 7.4 m2

  AP = 0.45 m3/h/m  
  I4: 0.05 m3/h/m 

  �20 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 30 mm 
bitumen-coated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Pneumatic thermofuse gauged at 93°C 
  �Double frame seal

     Extern corner profile to welding the waterproofing 	
     upstand
     Upstand corner sealing enhanced

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire)

Re 10000 (partial ventilation)
Re 10,000 (full ventilation 

according to dimensions and infill)

Static wind resistance 
WL 1500 or 

WL 3000 (≤ 2m2)

Snow load
SL250/SL500

Temperature 
elevation

B 300

Bluesteel R
PT Pneu 

Standard version

Thermal broken profile

RPT

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal broken profile / Smoke ventilation

Technical characteristics

Smoke ventilation | Pneumatic - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ PNEU

Dimensions Performance* Characteristics

N
o.

 o
f m

ec
ha

ni
sm

s 
(4

)

Com-
mercial 
dimen-
sions
(roof 

opening)
W/L 

in cm

Light di-
mensions

(high 
opening)

W x L 
in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) in 

m2

Aa 
(Useful area)  

in m2 Urc
(W/

m2K) 

Operating pressure (bar) Total volume of pneumatic cylinders in 
litres (L)

Cellular PC 
(PCA) 20

Cellular PC 
(PCA) 32. 

CAIS. BSL. PI 
(20) (1) 

SC. CAIA (1) Cellular PC 
(PCA) 20

Cellular PC 
(PCA) 32. 

CAIS. BSL. PI 
(20) (1) 

SC. CAIA (1) 

Std Max SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

SL 
250 (2) 

SL 
500 (2) 

90/90 90 x 90 535 / 1000 0,81 0,46 0,53

1.6

15 25 15 25 20 25 0,73 0,73 0,73 0,73 1,43 1,43 1

100/100 100 x 100 600 / 1100 1,00 0,58 0,65 15 25 20 15 25 25 0,73 0,73 0,73 1,43 1,43 1,43 1

140/140 140 x 140 670 / 1500 1,96 1,08 1,25 15 25 20 25 25 — 1,63 1,63 1,63 2,10 1,63 — 1

180/180 180 x 180 770 / 1900 3,24 1,72 2,01 20 — 25 — — — 2,32 — 2,32 — — — 1

100/140       100 x 140 600 / 1100 1,40 0,76 0,90 20 20 25 20 25 25 0,73 1,43 0,73 1,43 1,43 1,43 1

100/150 100 x 150 600 / 1100 1,50 0,81 0,96 20 20 25 20 25 25 0,73 1,43 0,73 1,43 1,43 1,43 1

140/160 140 x 160 670 / 1500 2,24 1,23 1,43 20 25 20 25 25 — 1,63 2,10 1,63 2,10 2,10 — 1

O F

PVC

(1) CAIS: Standard insulated aluminium cover/PI 20: Pearl Inside 20 mm/BSL: Luminous sun-shading system/PI 32: Pearl Inside 32 mm/CAIA: Acoustic (35 dB) insulated aluminium cover/SC: Sunlite Control
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude 
(4) 1+: reinforced mechanism
— not available
* Performance with height 350 mm, 20 mm cellular PC (PCA), opening 165°



2022

WATERPROOFED ROOF

Sectional view

Bluesteel RPT Pneu (standard version)

Smoke ventilation | Pneumatic - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ PNEU

140° or 165° depending on infill

  D

 C

  D

 C

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation

Smoke ventilation | Pneumatic - Thermal broken profile POSITIV COLD
BLUESTEEL RPT F+ PNEU

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises
Available in 140°C and 180°C.

  VENTILATION
Pneumatic: full opening with the pneumatic cylinder 
(ventilation 6 bar) (depending on dimensions and infill)
Electric: 230 V electrical motor for partial opening, 300 
mm or 500 mm (to be fitted on site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

Infills

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard
Acoustic (35 dB) insulated aluminium cover

O F

PVC

RA
L

© 
20

22
/B

lu
et

ek
 re

se
rv

es
 th

e 
rig

ht
 to

 ch
an

ge
 th

e 
co

m
po

sit
io

n 
an

d 
co

nd
iti

on
s 

of
 u

se
 o

f i
ts

 m
at

er
ia

ls
 w

ith
ou

t n
ot

ice
, b

as
ed

 o
n 

ad
va

nc
in

g 
kn

ow
le

dg
e 

an
d 

te
ch

ni
qu

es
.

Te
xt

, p
ho

to
gr

ap
hs

 a
nd

 ill
us

tr
at

io
ns

 n
ot

 co
nt

ra
ct

ua
lly

 b
in

di
ng

.

Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82



2022

Smoke ventilation & Roof access  
Pneumatic - Thermal broken profile POSITIV COLD

BLUESTEEL RPT F+ PNEU + ACCESS

Smoke ventilation & Roof access

� Possibility of daily natural 
ventilation

� Easy roof access with remote roof 
access mechanism

� Device pre-mounted in the factory, 
ready for the copper tube

� Reduces heat loss thanks to 
improved upstand insulation

� Limits condensation in summer

BLUETEK    

Characteristics

Urc: 1.3 W/m2.K (130/130, straight, 350 mm high, BSL)

  Arc = 4.3 m2 
  AP = PND* 
  I4: PND* 

  �20 mm opal cellular PC (PCA) infill
  �Straight upstand, 350 mm high, insulated 30 mm, 
bitumen-treated

  �Opening frame and fixed frame in aluminium thermal 
broken profile

  �Pneumatic thermofuse gauged at 93°C 
  �Double frame seal

     Extern corner profile to welding the waterproofing 	
     upstand
     Upstand corner sealing enhanced

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire)

Re 10,000 (partial ventilation)
Re10,000 (total ventilation 

according to dimensions and infill)

Static wind resistance 
WL 1500

Snow load
SL250/SL550

Temperature 
elevation

B 300

Blueste
el R

PT F+ Pneu + acce
ss 

(ro
of 

acce
ss 

posit
ion) - 

sta
ndard versi

on

Thermal broken profile

RPT

NATURAL 
LIGHTING

ROOF
ACCESS

EN 1873
EN 12101-2

*PND: performance not determined
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Thermal broken profile / Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT  F+ PNEU + ACCÈS

Dimensions Performance Characteristics

Commercial 
dimensions 

(roof 
opening)

W/L in cm

Light 
dimensions 

(high 
opening)

W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m²

Aa 
(Useful 
area) 
in m²

Urc
(W/m²K)*

Operating pressure (bar) Total volume of actuators in litres (L)

Cellular PC (PCA) 20 Cellular PC (PCA) 32. 
BSL. PI (20) (1) Cellular PC (PCA) 20 Cellular PC (PCA) 32. 

BSL. PI (20) (1)

Std SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2)

80/80 80 x 80 491/985 0.64 0.36

1.6

15 25 15 25 0.73 0.73 0.73 0.73

90/90 90 x 90 520 / 1081 0.81 0.46 15 20 20 20 0.73 1.43 0.73 1.43

100/100 100 x 100 545 / 1180 1.00 0.58 15 20 20 20 0.83 1.63 0.83 1.63

110/110 110 x 110 570 / 1275 1.21 0.68 20 20 25 20 0.83 1.63 0.83 1.63

120/120 120 x 120 595 / 1375 1.44 0.81 25 25 15 25 0.83 1.63 1.63 1.63

130/130 130 x 130 1.69 0.96 15 25 20 25 1.63 1.63 2.10 2.10

80/130 80 x 130 0.64 0.57 20 20 20 20 0.73 1.43 0.73 1.43

(1) CAIS: Standard insulated aluminium cover/BSL: Luminous sun-shading system/PI 20: Pearl Inside 20 mm 
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
* Performance with 350 mm high device, 20 mm cellular PC (PCA)

O F

PVC

POSITIV COLD
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WATERPROOFED ROOF

Sectional view

Bluesteel RPT F+ Pneu + Access (roof access position)

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT F+ PNEU + ACCÈS

165°

80°

Bluesteel RPT F+ Pneu + Access (safety position)

POSITIV COLD

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal broken profile / Smoke ventilation & Roof access

Smoke ventilation & Roof access | Pneumatic - Thermal broken profile
BLUESTEEL RPT F+ PNEU + ACCÈS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT

Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC
O F

PVC
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Accessories & options I 7
p 1 to 4
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  20 mm cellular PC (PCA)
20 mm cellular polycarbonate
Available in opal (standard), clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate
Available in opal, clear, Calor Control

POSITIV COLD
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Smoke ventilation & Daily 
ventilation  
Electric - Thermal improvement

BLUESTEEL THERM DV ÉLEC

 Smoke ventilation & Daily ventilation / Double flap

BLUETEK    

WATERPROOFED ROOF

SMOKE 
VENTILATION

Characteristics

Urc: 2 W/m2.K (200/300, oblique Ht 350 mm, BSL)

  Arc = 10.2 m2

  AP = 0.9 m3/h/m  
  I4: 0.11 m3/h/m

  �16 mm opal cellular PC (PCA) infill
  �Frame, height 350 mm insulated 25 mm 
bitumen-treated
Straight upstand > version S
Oblique upstand > versions M, L and XL 

  �Seal on the perimeter of the upstand
  Electrical thermofuse gauged at 100°C

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

WL 3000 if l ≤ 160 cm
and L ≤ 250 cm

Snow load
SL250/SL550

Temperature 
elevation

B 300

Thermal improvement

THERM

NATURAL 
LIGHTING

  �Up to 5.18 m2 of smoke ventilation 
area

  �Four air flow finishes available: S, 
M, L and XL

  �XL model wind-breaker invisible 
when the device is closed, 
factory mounted 

DAILY 
VENTILATION

EN 1873
EN 12101-2

Bluesteel Therm
 DV Elec

   
   

    
NE

W DIMENSIONS

AVAILABLE
24V        48VOR

 ELECTRIC CONTROL

         Hyperion 24V                              Coffret 48V



2022

WL   3000

WL   3000
WL   3000
WL   3000

WL   3000

WL   3000

WL   3000
WL   3000

WL   3000

WL   3000

WL   3000

Dimensions Performances Characteristics

Commercial 
dimensions

(Roof
opening)

W/L in cm

Light
dimensions

(high 
opening)

W x L in cm

Av
(GA) 
in m2

Aa 
(Useful area) in m2

24 V 48 V

Cellular PC (PCA) 16/20
Cellular PC (PCA)  32.

PI (16)(20). 
BSL. CAIS (1)

Cellular PC (PCA) 16/20
Cellular PC (PCA)  32.

PI (16)(20). 
BSL. CAIS (1)

S M L XL

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

Intensity per device(A)

160/160 160 x 160 2,56 1,36 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

170/170
170 x 170

2,89
1,50 — — — 5 5 5 8 5 5 6 8 3 3 3 4 3 3 3 4

160 x 160 — 1,91 1,97 2,08 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

180/180
180 x 180

3,24
1,62 — — — 5 5 5 5 5 5 5 5 3 3 3 3 3 3 3 3

170 x 170 — 2,14 2,20 2,37 5 5 5 8 5 5 6 8 3 3 3 4 3 3 3 4

190/190
190 x 190

3,61
1,84 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

180 x 180 — 2,38 2,49 2,67 5 5 5 5 5 5 5 5 3 3 3 3 3 3 3 3

200/200
200 x 200

4,00
2,04 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

190 x 190 — 2,68 2,76 3,00 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

210/210
210 x 210

4,41
2,25 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

200 x 200 — 2,95 3,04 3,26 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

220/220
220 x 220

4,84
2,47 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

210 x 210 — 3,19 3,34 3,53 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

120/200 120 x 200 2,40 1,37 — — — 4 4 4 4 4 4 4 4 3 3 3 3 3 3 3 3

120/240 120 x 240 2,88 1,64 — — — 4 4 4 4 4 4 4 5 3 3 3 3 3 3 3 3

120/250 120 x 250 3,00 1,71 — — — 4 4 4 5 4 4 4 5 3 3 3 3 3 3 3 3

120/300 120 x 300 3,60 2,05 — — — 4 4 4 6 4 4 5 6 3 3 3 3 3 3 3 3

140/200 140 x 200 2,80 1,54 — — — 4 4 4 5 4 4 4 5 3 3 3 3 3 3 3 3

140/250
140 x 250

3,50
1,93 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

130 x 240 — 2,35 2,45 2,49 4 4 4 5 4 4 4 6 3 3 3 3 3 3 3 3

140/300
140 x 300

4,20
2,31 — — — 4 4 6 - 4 5 6 - 3 3 3 - 3 3 3 -

130 x 290 — 2,81 2,98 3,02 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/200 150 x 200 3,00 1,62 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/240 150 x 240 3,6 1,94 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/250
150 x 250

3,75
2,03 — — — 4 5 5 6 4 5 6 - 3 3 3 3 3 3 3 -

140 x 240 — 2,51 2,63 2,70 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/300
150 x 300

4,50
2,43 — — — 4 5 6 - 4 5 6 - 3 3 3 - 3 3 3 -

140 x 290 — 3,02 3,20 3,29 4 4 5 6 4 4 6 - 3 3 3 3 3 3 3 -

160/200 160 x 200 3,20 1,70 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

160/250
160 x 250

4,00
2,12 — — — 5 6 8 - 5 6 - - 3 3 4 - 3 3 4 -

150 x 240 — 2,68 2,80 2,92 4 4 5 6 4 5 5 6 3 3 3 3 3 3 3 3

160/300
160 x 300

4,80
2,54 — — — 5 6 - - 5 6 - - 3 3 - - 3 3 -

150 x 290 — 3,22 3,41 3,55 4 5 6 - 4 6 - - 3 3 3 - 3 3 3 -

180/250
180 x 250

4,50
2,25 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

170 x 240 — 2,97 3,15 3,38 5 5 8 - 5 6 8 3 3 4 - 3 3 4 -

180/280
180 x 280

5,04
2,52 — — — 5 5 5 6 5 5 6 8 3 3 3 3 3 3 3 4

170 x 270 — 3,38 3,58 3,83 5 6 - - 5 6 - - 3 3 - - 3 3 - -

180/300
180 x 300

5,40
2,70 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

170 x 290 — 3,62 3,83 4,10 5 6 - - 5 8 - - 3 3 - - 3 4 - -

200/250
200 x 250

5,00
2,55 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

190 x 240 — 3,35 3,55 3,80 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

200/300
200 x 300

6,00
3,06 — — — 5 6 8 - 5 6 8 - 3 3 4 - 3 3 4 -

190 x 290 — 4,08  4,32 4,62 5 5 6 8 5 6 8 8 3 3 3 4 3 3 4 4

230/300 220 x 290 6,90 — 4,55 4,90 5,18 5 6 8 - 5 6 - - 3 3 - - 3 3 - -

Thermal improvement /  Smoke ventilation & Daily ventilation / Double flap

Technical characteristics

Smoke control & ventilation | Electric - Thermal improvement
BLUESTEEL THERM DV ÉLEC

(1) CAIS: Standard insulated aluminium cover/PI 16: Pearl Inside 16 mm/BSL: Luminous sun-shading system
(2) SL 250: 25 daN/m², SL 550: 55 daN/m², SL 750: 75 daN/m², SL 1000: 100 daN/m²
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

O F

PVC

O F

PVC
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WATERPROOFED ROOF

Sectional view

Smoke ventilation & Daily ventilation | Electric - Thermal improvement
BLUESTEEL THERM DV ÉLEC

Commercial part number height Useful height (A) Valley gutter height (B)

350 350 mm 297 mm

420 420 mm 367 mm

500 500 mm 447 mm

Bluesteel Therm DV Elec

Efficient solutions  I 6

p XX
EFFICIENT SOLUTIONS

BSL (luminous sun-shading system)
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aesthetic

Dome screen
  �Aesthetic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing 

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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Thermal improvement /  Smoke ventilation & Daily ventilation / Double flap

Smoke ventilation & Daily ventilation | Electric - Thermal improvement
BLUESTEEL THERM DV ÉLEC

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �STRAIGHT/OBLIQUE UPSTAND 
Heights 350 (standard), 420, 500 mm

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate
- �Non-bituminous insulation with optional 

galvanised plate

> optional plate required in XL versions

  BITUMOUS WATERPROOFING
By default

  POSITION CONTACTS
Show the standby or safety position of an NSHEV. 
Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Partial or total, with the electrical motor

  230 V POWER SUPPLY
Converts the 230V supply to 24V to power the 
opening system.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  S: Straight upstand

  M: Oblique upstand + wind-breakers

  L: Oblique upstand + wind-breakers + sheaths

  XL: Oblique upstand + fan blades + foldaway    
windshields

O F

PVC

O F

PVC

O F

PVC
O F

PVC

O F

PVCO F

PVC

O F

PVC O F

PVC

O F

PVC

O F

PVC

WATERPROOFED ROOF

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in Opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

	   32 mm cellular PC (PCA)
	 32 mm cellular polycarbonate 
	 Available in opal, clear, Calor Control

	   INSULATED ALUMINIUM COVER 
	 Standard

O F

PVC
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Opening new perspectives //

contact@adexsi.com

www.adexsi.com
+33 2 47 55 36 82
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Smoke ventilation 
Pneumatic - Thermal improvement

BLUESTEEL THERM DV PNEU

Smoke ventilation / Double flap

BLUETEK    

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Characteristics

Urc: 1.9 W/m2.K (230/300, oblique Ht 350 mm, BSL)

  Arc = 11.3 m2

  AP = 0.9 m3/h/m 
  I4: 0.11 m3/h/m

  �16 mm opal cellular PC (PCA) infill
  �Frame, height 350 mm insulated 25 mm 
bitumen-treated
Straight upstand > version S
Oblique upstand > versions M, L and XL 

  �Seal on the perimeter of the upstand
  �Pneumatic thermofuse gauged at 93°C 

Standards and requirements

Low temperature 
T (0°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

Snow load
SL250/SL500

Temperature 
elevation

B 300

Bluesteel Therm
 DV Pneu version S

Thermal improvement

THERM

SMOKE 
VENTILATION

NATURAL 
LIGHTING

  �Up to 5.18 m2 of smoke ventilation 
area

  �Four air flow finishes available: S, 
M, L and XL

  �XL model wind-breaker invisible 
when the device is closed, 
factory mounted 

EN 1873
EN 12101-2
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(1) CAIS: Standard insulated aluminium cover/PI (16/20): Pearl Inside 16 or 20 mm/BSL: Luminous sun-shading system
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

Thermal improvement / Smoke ventilation / Double flap

Technical characteristics

Smoke ventilation & Daily ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM DV PNEU

Dimensions Performances Characteristics

Commercial 
dimensions 

(Roof opening)
W/L in cm

Light dimensions
(high opening)

W x L in cm

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Operating pressure (bar) Total volume of cylinders in litres (L)

Cellular PC (PCA) 
16.20

Cellular PC (PCA) 
32. CAIS. PI 

(16/20). BSL (1)
Cellular PC (PCA) 

Cellular PC (PCA) 
32. CAIS. PI 

(16/20). BSL (1)

S M L XL SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2)

160/160 160 x 160 2,56 1,36 — — — 10 15 10 15 0,92 0,92 0,92 0,92

170/170
170 x 170

2,89
1,50 — — — 10 15 15 20 0,92 0,92 0,92 0,92

160 x 160 — 1,91 1,97 2,08 10 15 10 15 0,92 0,92 0,92 0,92

180/180
180 x 180

3,24
1,62 — — — 10 20 15 20 0,92 0,92 0,92 0,92

170 x 170 — 2,14 2,20 2,37 10 15 15 20 0,92 0,92 0,92 0,92

190/190
190 x 190

3,61
1,84 — — — 15 20 15 24 0,90 0,90 0,90 0,90

180 x 180 — 2,38 2,49 2,67 10 20 15 20 0,92 0,92 0,92 0,92

200/200
200 x 200

4,00
2,04 — — — 15 24 20 26 0,90 0,90 0,90 0,90

190 x 190 — 2,68 2,76 3,00 15 20 15 24 0,90 0,90 0,90 0,90

210/210
210 x 210

4,41
2,25 — — — 20 20 22 22 0,90 1,40 0,90 1,40

200 x 200 — 2,95 3,04 3,26 15 24 20 26 0,90 0,90 0,90 0,90

220/220
220 x 220

4,84
2,47 — — — 20 22 24 26 0,90 1,40 0,90 1,40

210 x 210 — 3,19 3,34 3,53 20 20 22 22 0,90 1,40 0,90 1,40

120/200 120 x 200 2,40 1,37 — — — 10 15 10 20 0,68 0,68 0,68 0,68

120/240 120 x 240 2,88 1,64 — — — 10 20 15 20 0,68 0,68 0,68 0,68

120/250 120 x 250 3,00 1,71 — — — 10 20 15 20 0,68 0,68 0,68 0,68

120/300 120 x 300 3,60 2,05 — — — 15 20 15 24 0,68 0,68 0,68 0,68

140/200 140 x 200 2,80 1,54 — — — 15 20 15 22 0,84 0,84 0,84 0,84

140/250
140 x 250

3,50
1,93 — — — 15 22 15 24 0,84 0,84 0,84 0,84

130 x 240 — 2,35 2,45 2,49 15 20 15 22 0,68 0,68 0,68 0,68

140/300
140 x 300

4,20
2,31 — — — 15 26 20 20 0,84 0,84 0,84 1,30

130 x 290 — 2,81 2,98 3,02 15 24 20 20 0,68 0,68 0,68 1,04

150/200 150 x 200 3,00 1,62 — — — 15 22 15 24 0,84 0,84 0,84 0,84

150/250
150 x 250

3,75
2,03 — — — 15 26 20 20 0,84 0,84 0,84 1,30

140 x 240 — 2,51 2,63 2,70 15 22 15 24 0,84 0,84 0,84 0,84

150/300
150 x 300

4,50
2,43 — — — 20 20 22 22 0,84 1,30 0,84 1,30

140 x 290 — 3,02 3,20 3,29 15 26 20 20 0,84 0,84 0,84 1,30

160/200 160 x 200 3,20 1,70 — — — 10 20 15 20 0,92 0,92 0,92 0,92

160/250
160 x 250

4,00
2,12 — — — 15 20 15 22 0,92 0,92 0,92 0,92

150 x 240 — 2,68 2,80 2,92 15 26 20 20 0,84 0,84 0,84 1,30

160/300
160 x 300

4,80
2,54 — — — 15 24 20 26 0,92 0,92 0,92 0,92

150 x 290 — 3,22 3,41 3,55 20 20 22 22 0,84 1,30 0,84 1,30

180/250
180 x 250

4,50
2,25 — — — 15 24 20 26 0,92 0,92 0,92 0,92

170 x 240 — 2,97 3,15 3,38 15 22 15 24 0,92 0,92 0,92 0,92

180/280
180 x 280

5,04
2,52 — — — 20 20 20 20 0,92 1,44 0,92 1,44

170 x 270 — 3,38 3,58 3,83 15 26 20 20 0,92 0,92 0,92 1,44

180/300
180 x 300

5,40
2,70 — — — 20 20 20 20 0,92 1,44 0,92 1,44

170 x 290 — 3,62 3,83 4,10 15 26 20 20 0,92 0,92 0,92 1,44

200/250
200 x 250

5,00
2,55 — — — 20 20 20 22 0,90 1,40 0,90 1,40

190 x 240 — 3,35 3,55 3,80 15 26 20 20 090 090 090 1,40

200/300
200 x 300

6,00
3,06 — — — 20 22 24 26 0,90 1,40 0,90 1,40

190 x 290 — 4,08  4,32 4,62 20 20 20 22 0,90 1,40 0,90 1,40

230/300 220 x 290 6,90 — 4,55 4,90 5,18 24 26 20 20 0,90 1,40 1,44 2,22

O F

PVC

O F

PVC
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WATERPROOFED ROOF

Sectional view

A

B

Bluesteel Therm DV Pneu (version S)

Smoke ventilation & Daily ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM DV PNEU

90° 90°

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

* compared to 16 mm opal cellular PC (PCA)

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Commercial part number height Useful height (A) Valley gutter height (B)

350 350 mm 297 mm

420 420 mm 367 mm

500 500 mm 447 mm

A

B

B
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Thermal improvement / Smoke ventilation / Double flap

Smoke ventilation & Daily ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM DV PNEU

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �STRAIGHT/OBLIQUE UPSTAND 
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

> optional plate required in XL versions

  POSITION CONTACTS
Show the standby or safety position of an NSHEV. 
Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Pneumatic: full opening with the pneumatic 
cylinder (ventilation 6 bar) (depending on 
dimensions, infill and air flow performance)
Electric: 230 V electrical motor for partial 
opening, 300 mm or 500 mm (to be fitted on 
site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  S: Straight upstand

  M: Oblique upstand + wind-breakers

  L: Oblique upstand + wind-breakers + sheaths

  XL: Tapered upstand + foldaway windshields + 
sheaths

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVCO F

PVC

O F

PVC O F

PVC

O F

PVC

O F

PVC

WATERPROOFED ROOF

RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Opening new perspectives //
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www.adexsi.com
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Smoke ventilation & Daily 
ventilation  
Electric - Thermal improvement

BLUESTEEL THERM ÉLEC

Smoke ventilation & Daily ventilation

  �Reduces heat loss thanks to improved 
upstand insulation 

  �Optimised air flow performance with 
the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the wiring

BLUETEK    

Characteristics

Urc: 1.6 W/m2.K (150/200, oblique Ht 350 mm, BSL)

  Arc = 5.8 m2

  AP = 0.5 m3/h/m  
  I4: 0.06 m3/h/m

  �16 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 25 mm 
bitumen-coated

  �Seal on the perimeter of the upstand
  �Electrical thermofuse gauged at 100°C

SMOKE 
VENTILATION

WATERPROOFED ROOF

DAILY 
VENTILATION

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (partial 
ventilation)

Static wind 
resistance 

WL 1500 Pa

Snow load
SL250/SL550

Temperature 
elevation

B 300

Thermal improvement

Bluesteel Therm
 Elec

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2

AVAILABLE
24V        48VOR

 ELECTRIC CONTROL

         Hyperion 24V                              Coffret 48V
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Dimensions Performances Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2 Urc

(W/
m2K)*

24 V 48 V

PC 16,PCA 20, PCA 
32,CAIS, 

BSL, PI (16) (1)
DD (1)

PC 16,PCA 20, PCA 
32,CAIS, 

BSL, PI (16) (1)
DD (1)

Std Max SL 250 (2) 
I (A)

SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)

110/110 100 x 100 539 / 1117 1,21 0,75 0,90

de 2 à 
2,1

4,5 4,5 2,5 2,5

120/120 110 x 110 567 / 1213 1,44 0,89 1,07 4,5 4,5 2,5 2,5

130/130 120 x 120 591 / 1310 1,69 1,03 1,27 4,5 4,5 2,5 2,5

140/140 130 x 130 617 / 1406 1,96 1,20 1,47 4,5 4,5 2,5 2,5

150/150 140 x140 643 / 1503 2,25 1,37 1,69 4,5 4,5 2,5 2,5

120/140 110 x 130 567 / 1213 1,68 1,02 1,26 4,5  — 2,5  —

120/160 110 x 150 567 / 1213 1,92 1,17 1,44 4,5  — 2,5  —

120/170 110 x 160 567 / 1213 2,04 1,24 1,53 4,5  — 2,5  —

120/180 110 x 170 567 / 1213 2,16 1,32 1,62 4,5  — 2,5  —

120/200 110 x 190 567 / 1213 2,40 1,44 1,80 4,5  — 2,5  —

120/240 110 x 230 567 / 1213 2,88 1,73 2,16 4,5  — 2,5  —

140/160 130 x 150 617 / 1406 2,24 1,37 1,68 4,5  — 2,5  —

140/200 130 x 190 617 / 1406 2,80 1,65 2,10 4,5  — 2,5  —

150/200 140 x 190 643 / 1503 3,00 1,77 2,25 4,5  — 2,5  —

Thermal improvement / Smoke ventilation & Daily ventilation

Technical characteristics

Smoke ventilation | Electric - Thermal improvement
BLUESTEEL THERM ÉLEC

(1) CAIS: Standard insulated aluminium cover/PI: Pearl Inside 16 or 20 mm/DD: Double dome cupola/BSL: Luminous sun-shading system
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

O F

PVC
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WATERPROOFED ROOF

Sectional view

 D

 C

350 mm

Bluesteel Therm Elec

Smoke ventilation | Electric - Thermal improvement
BLUESTEEL THERM ÉLEC

165°

Efficient solutions  I 6

p XX
EFFICIENT SOLUTIONS

BSL (luminous sun-shading system)
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aesthetic

Dome screen
  �Aesthetic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing 

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal improvement / Smoke ventilation & Daily ventilation

Smoke ventilation | Electric - Thermal improvement
BLUESTEEL THERM ÉLEC

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �OBLIQUE UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Partial or total, with the electrical motor

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in Opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation 
Pneumatic - Thermal improvement

BLUESTEEL THERM PNEU

Smoke ventilation

  �Reduces heat loss thanks to 
improved upstand insulation 

  �Optimised air flow performance with 
the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the copper tube 

BLUETEK    

Characteristics

Urc: 1.5 W/m2.K (200/200, oblique Ht 350 mm, BSL)

  Arc = 7.2 m2

  AP = 0.5 m3/h/m  
  I4: 0.06 m3/h/m

  �16 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 25 mm 
bitumen-coated

  �Seal on the perimeter of the upstand
  �Pneumatic thermofuse gauged at 93°C 

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 1000 (fire depending on infill and dim.)
Re 10,000 (partial or total ventilation 

depending on infill and dim)

Static wind resistance 
WL 1500 or 

WL 3000 (≤ 2.53 m2 and 
width ≤ 1.4m)

Snow load
SL250/SL500

Temperature 
elevation

B 300

Bluesteel Therm
 Pneu 

Standard version

Thermal improvement

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal improvement / Smoke ventilation

Technical characteristics

Smoke ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU

Dimensions Performances Characteristics

Commercial 
dimensions
(roof open-

ing)
W/L in cm

Light 
dimensions
(high open-

ing)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) 

in m2
Urc
(W/

m2K) *

Operating pressure (bar) Total volume of cylinders in litres (L)

PCA 16. 20 PCA 32. 
CAIS. (1)    

PI(16/20). 
TD. BSL (1) PCA 16. 20 PCA 32. 

CAIS. (1)    
PI(16/20). 
TD. BSL (1)

Std Max SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

90/90 80 x 80 487 / 923 0,81 0,50 0,60

de 2 
à

 2,1

15 20 15 25 15 25 0,73 0,73 0,73 0,73 0,73 0,73

100/100 90 x 90 513 / 1020 1,00 0,62 0,74 15 25 20 15 20 15 0,73 0,73 0,73 1,43 0,73 1,43

110/110 100 x 100 539 / 1117 1,21 0,75 0,90 15 25 20 15 20 15 0,83 0,83 0,83 1,63 0,83 1,63

120/120 110 x 110 565 / 1213 1,44 0,89 1,07 20 20 25 20 25 20 0,83 1,63 0,83 1,63 0,83 1,63

130/130 120 x 120 591 / 1310 1,69 1,03 1,27 25 20 15 25 15 25 0,83 1,63 1,63 1,63 1,63 1,63

140/140 130 x 130 617 / 1406 1,96 1,20 1,47 15 25 20 25 20 25 1,63 1,63 1,63 2,10 1,63 2,10

150/150 140 x 140 643 / 1503 2,25 1,37 1,69 15 25 15 25 15 25 2,32 2,32 2,32 2,32 2,32 2,32

160/160 150 x 150 668 / 1599 2,56 1,56 1,95 15 25 20 25 20 25 2,32 2,32 2,32 2,93 2,32 2,93

170/170 160 x 160 694 / 1696 2,89 1,73 2,20 20 25 20 — 20 — 2,32 2,93 2,32 — 2,32 —

180/180 170 x 170 720 / 1793 3,24 1,88 2,46 20 — 25 — 25 — 2,32 — 2,32 — 2,32 —

190/190 180 x 180 746 / 1889 3,61 2,02 2,45 15 — 20 — 20 — 3,60 — 3,60 — 3,60 —

200/200 190 x 190 772 / 1986 4,00 2,16 2,72 20 — 20 — 20 — 3,60 — 3,60 — 3,60 —

100/140 90 x 130 513 / 1020 1,40 0,85 1,05 20 20 25 20 25 20 0,73 1,43 0,73 1,43 0,73 1,43

100/150 90 x 140 513 / 1020 1,50 0,92 1,13 20 20 25 20 25 20 0,73 1,43 0,73 1,43 0,73 1,43

100/200 90 x 190 513 / 1020 2,00 1,20 1,50 15 25 20 25 20 25 1,43 1,43 1,43 1,43 1,43 1,43

120/140 110 x 130 565 / 1213 1,68 1,02 1,26 25 20 25 20 25 20 0,83 1,63 0,83 1,63 0,83 1,63

120/160 110 x 150 565 / 1213 1,92 1,17 1,44 25 25 15 25 15 25 0,83 1,63 1,63 2,10 1,63 2,10

120/170 110 x 160 565 / 1213 2,04 1,24 1,53 25 25 15 25 15 25 0,83 1,63 1,63 2,10 1,63 2,10

120/180 110 x 170 565 / 1213 2,16 1,32 1,62 15 25 20 25 20 25 1,63 1,63 1,63 2,10 1,63 2,10

120/200 110 x 190 565 / 1213 2,40 1,44 1,80 15 25 20 25 20 25 1,63 1,63 1,63 2,10 1,63 2,10

120/220 110 x 200 565 / 1213 2,64 1,58 1,98 20 25 20 25 20 25 1,63 2,10 1,63 2,10 1,63 2,10

120/240 110 x 230 565 / 1213 2,88 1,73 2,16 20 25 25 25 25 25 1,63 2,10 1,63 2,10 1,63 2,10

120/250 110 x 240 565 / 1213 3,00 1,56 2,13 20 25 25 — 25 — 1,63 2,10 1,63 — 1,63 —

140/160 130 x 150 617 / 1406 2,24 1,37 1,68 20 25 20 25 20 25 1,63 2,10 1,63 2,10 1,63 2,10

140/200 130 x 190 617 / 1406 2,80 1,65 2,10 20 25 25 — 25 — 1,63 2,10 1,63 — 1.63 —

150/200 140 x 190 643 / 1503 3,00 1,77 2,25 20 25 20 25 20 25 2,32 2,93 2,32 2,93 2,32 2,93

160/200 150 x 190 668 / 1599 3,20 1,86 2,43 20 25 25 — 25 — 2,32 2,93 2,32 — 2,32 —

O F

PVC

(1) CAIS: Standard insulated aluminium cover/PI (16/20): Pearl Inside 16 or 20 mm/DD: Double dome cupola/BSL: Luminous sun-shading system
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)
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WATERPROOFED ROOF

Sectional view

350 mm

Bluesteel Therm Pneu (standard version)

Smoke ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU

140° or 165° (depending on infill)

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

Dome screen
  �Aestethic fixed shading 
  �Eliminates the greenhouse effect with protection 
separated from the glazing

  �Protects from sunlight in the summer and lets 
in warmth in the winter with an optimised 
orientation system

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal improvement / Smoke ventilation

Smoke ventilation | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �OBLIQUE UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C and 180°C.

  VENTILATION
Pneumatic: full opening with the pneumatic cylinders  
(ventilation 6 bar) (depending on dimensions and infill)
Electric: 230 V electrical motor for partial opening, 300 
mm or 500 mm (to be fitted on site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

Infills

RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in Opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation 
Winch - Thermal improvement

BLUESTEEL THERM WINCH

Smoke ventilation

  �Reduces heat loss thanks to 
improved upstand insulation 

  �Optimised air flow performance with 
the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the winch cable 

BLUETEK    

CharacteristicsStandards and requirements

Urc: 1.6 W/m2.K (140/140, oblique Ht 350 mm, BSL)

  Arc = 4.2 m2

  AP = 0.5 m3/h/m 
  I4: 0.06 m3/h/m 

  �16 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 350 mm insulated 25 mm 
bitumen-coated

  �Seal on the perimeter of the upstand
  �Mechanical thermofuse gauged at 100°C

SMOKE 
VENTILATION

Low temperature 
T (0 °)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

WL 3000 (≤ 2 m2)

Snow load
SL250/SL500

Temperature 
elevation

B 300

 CONTROL
mechanical, WINCH SI type

WATERPROOFED ROOF

Bluesteel Therm
 W

inch 

Standard version

Thermal improvement

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal improvement / Smoke ventilation

Technical characteristics

Smoke ventilation | Winch - Thermal improvement
BLUESTEEL THERM WINCH

(1) CAIS: Standard insulated aluminium cover/PI (16/20): Pearl Inside 16 or 20 mm/TD: Triple dome cupola/BSL: Luminous sun-shading system
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
l available, — not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

Dimensions Performances Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2 Urc

(W/
m2K)*

Surcharge Neige

Cellular PC (PCA) 
16. 20

Cellular PC (PCA) 
32. CAIS (1)

PI (16/20).
 BSL (1) TD

Std Max SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL250(2)

100/100 90 x 90 923 / 845 1,00 0,50 0,74

de 
2,0 
à

 2,1

• • • • • • •

110/110 100 x 100 987 / 922 1,21 0,61 0,90 • • • • • • •

120/120 110 x 110 1051 / 998 1,44 0,72 1,07 • • • • • • •

130/130 120 x 120 1116 / 1075 1,69 0,85 1,27 • — • — • — •

140/140 130 x 130 1180 / 1152 1,96 0,98 1,47 • — • — • — •

150/150 140 x 140 1244 / 1228 2,25 1,13 1,69 • — — — — — —

100/140 90 x 130 923 / 845 1,40 0,70 1,05 • • • • • • •

100/150 90 x 140 923 / 845 1,50 0,75 1,13 • • • • • • •

100/200 90 x 190 923 / 845 2,00 1,00 1,50 • — • — • — •

120/140 110 x 130 1051 / 998 1,68 0,84 1,26 • — • — • — •

120/160 110 x 150 1051 / 998 1,92 0,96 1,44 • — • — • — •

120/170 110 x 160 1051 / 998 2,04 0,84 1,53 • — • — • — •

120/180 110 x 170 1051 / 998 2,16 0,89 1,62 • — • — • — •

120/200 110 x 190 1051 / 998 2,40 0,96 1,80 • — • — — — —

140/160 130 x 150 1180 / 1152 2,24 1,12 1,68 • — • — — — —

O F

PVC
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WATERPROOFED ROOF

Sectional view

350 mm

Bluesteel Therm Winch (standard version)

Smoke control | Winch - Thermal improvement
BLUESTEEL THERM WINCH

140°

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

* compared to 16 mm opal cellular PC (PCA)

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 
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WATERPROOFED ROOFThermal improvement / Smoke ventilation

Smoke ventilation | Winch - Thermal improvement
BLUESTEEL THERM WINCH

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL FUSE
Automatically opens the vent if the temperature 
near the roof rises.  
Possible with 140°C

  VENTILATION
Partial 300 mm.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades, please enquire 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

Infills

RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in Opal (standar), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC

O F

PVC
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Smoke ventilation, Roof access & Daily 
ventilation 
Electric - Thermal improvement

BLUESTEEL THERM ÉLEC + ACCESS

Smoke ventilation, Roof access & Daily ventilation

  �Easy roof access with remote roof 
access mechanism 

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the wiring 

BLUETEK    

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
electric, HYPERION type (24V)

WATERPROOFED ROOF

DAILY 
VENTILATION

CharacteristicsStandards and requirements

Low temperature 
T (0 °)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (partial ventilation) 

Static wind resistance 
WL 1500

Snow load
SL250/SL500

Temperature 
elevation

B 300

Urc: 1.5 W/m2.K (120/120, straight, 350 mm high, BSL)

  Arc = 3.7 m2

  AP = 0.4 m3/h/m
  I4 = 0.05 m3/h/m  

  �16 mm opal cellular PC (PCA) infill
  �Straight upstand, 350 mm high, insulated, 25 mm, 
bitumen-treated

  �Seal on the perimeter of the upstand
  �Electrical thermofuse gauged at 100°C

Thermal improvement

Bluesteel Therm
 Elec +

 Acce
ss

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal improvement / Smoke ventilation, Roof access & Ventilation

Technical characteristics

Smoke ventilation, Roof access & Daily ventilation | Electric - Thermal improvement
BLUESTEEL THERM ELEC + ACCESS

Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) 

in m2 Urc
(W/m2K)*

Voltage 
U (V)

Cellular PC 16, 20 Cellular PC 32, BSL, 
PI (16), CAIS (1)

Std SL 250 (2)

I (A)
SL 500 (2)

I (A)
SL 250 (2)

I (A)
SL 500 (2)

I (A)

100/100 100 x 100 1207/635 1.00 0.21
2

24 2.5 4 4 4

120/120 120 x 120 1381/735 1.44 0.30 24 2.5 — 4 —

(1) CAIS: Standard insulated aluminium cover/DD: Double dome cupola/BSL: Luminous sun-shading system/PI 16: Pearl Inside 16 mm
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

O F

PVC
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WATERPROOFED ROOF

Sectional view

C

D

350 mm

Bluesteel Therm Elec + Access

Smoke ventilation, Roof access & Daily ventilation | Electric - Thermal 
improvement
BLUESTEEL THERM ELEC + ACCESS

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear (opal in option)

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

* compared to 16 mm opal cellular PC (PCA)

120°
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WATERPROOFED ROOFThermal improvement / Smoke ventilation, Roof access & Daily ventilation

Smoke ventilation, Roof access & Daily ventilation | Electric - Thermal 
improvement
BLUESTEEL THERM ELEC + ACCESS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  ROOF ACCESS BAR

Galvanised steel bar that makes access to the 
roof easier and safer

  POSITION CONTACT
Shows the standby or safety position  
of an NSHEV.  
Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

p 1 

2016/11 - A & P

w w w . b l u e t e k . f r

GE
N

ER
AL

 D
OC

UM
EN

TA
TI

ON
R

EL
A

TI
N

G
 T

O
 C

O
N

TR
O

L

Creating well-being is second nature

    Control
    Operation

Edition Nov 2016

O F

PVC
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PVC

O F

PVC

RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)
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Smoke ventilation & Roof access  
Pneumatic - Thermal improvement

BLUESTEEL THERM PNEU + ACCESS

 Smoke ventilation & Roof access 

  �Easy roof access with remote roof 
access mechanism 

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the copper tube

BLUETEK    

Characteristics

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Urc: 1.5 W/m2.K (120/120, straight, 350 mm high, BSL)

  Arc = 3.7 m2

  AP = 0.4 m3/h/m
  I4 = 0.05 m3/h/m 

  �16 mm opal cellular PC (PCA) infill
  �Straight upstand, 350 mm high, insulated, 25 mm, 
bitumen-treated

  �Seal on the perimeter of the upstand
  �Pneumatic thermofuse gauged at 93°C 

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire)

Static wind resistance 
WL 1500

Snow load
SL250/SL550

Temperature 
elevation

B 300

Thermal improvement

Bluesteel Therm
 Pneu + Acce

ss

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal improvement / Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU + ACCESS

Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful 
area) in 

m2
Urc

(W/m2K)*

Operating pressure (bar) Total volume of cylinders in litres (L)

Cellular PC (PCA) 
16. 20

Cellular PC (PCA) 
32. BSL. CAIS. PI 

(16) (1)

Cellular PC (PCA) 
16. 20

Cellular PC (PCA) 
32. BSL. CAIS. PI 

(16) (1)

Std SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2)

100/100 100 x 100 987 / 922 1.00 0.50

2

12 22 13 23 1.67 1.67 1.67 1.67

110/110 110 x 110 1051 / 998 1.21 0.61 16 — 18 — 1.67 — 1.67 —

120/120 120 x 120 1116 / 1075 1.44 0.72 11 19 12 — 2.07 2.07 2.07 —

(1) CAIS: Standard insulated aluminium cover/BSL: Luminous sun-shading system/PI 16: Pearl Inside 16 mm
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
— not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

O F

PVC
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WATERPROOFED ROOF

Sectional view

D

C

350 mm

Bluesteel Therm Pneu + Access

Smoke ventilation & Roof access | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU + ACCESS

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear and opal

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

* compared to 16 mm opal cellular PC (PCA)

140°
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WATERPROOFED ROOFThermal improvement / Smoke ventilation & Roof access

Smoke ventilation & Roof access | Pneumatic - Thermal improvement
BLUESTEEL THERM PNEU + ACCESS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades
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RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in Opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)
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Smoke ventilation & Roof access  
Winch - Thermal improvement

BLUESTEEL THERM WINCH + ACCESS

Smoke ventilation & Roof access

  �Easy roof access with remote roof 
access mechanism 

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the winch cable 

BLUETEK    

Characteristics

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
mechanical, WINCH SI type

WATERPROOFED ROOF

Standards and requirements

Low temperature 
T (0 °)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 10,000 (partial ventilation)

Static wind resistance 
WL 1500 or 

WL 3000  (≤ 1 m2)

Snow load
SL250 

Temperature 
elevation

B 300

Thermal improvement

Urc: 1.6 W/m2.K (100/100, straight, 350 mm high, BSL)

  Arc = 2.9 m2

  AP = 0.4 m3/h/m
  I4 = 0.05 m3/h/m 

  �16 mm opal cellular PC (PCA) infill
  �Straight upstand, 350 mm high, insulated, 25 mm, 
bitumen-treated

  �Seal on the perimeter of the upstand
  �Mechanical thermofuse gauged at 100°C 

Bluesteel Therm
 W

inch + Acce
ss

THERM

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Thermal improvement / Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Winch - Thermal improvement
BLUESTEEL THERM WINCH + ACCESS

Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Urc
(W/m2K)*

Snow load

Cellular PC (PCA) 
16. 20

Cellular PC (PCA) 32. 
PI (16/20). CAIS. DD. 

BSL (1)

Std SL 250 (2) SL 250 (2)

90/90 90 X 90 923/845 0.81 0.41

2.00

l l

100/100 100 x 100 987/922 1.00 0.50 l l

110/110 110 x 110 1051/998 1.21 0.61 l —

120/120 120 x 120 1116/1075 1.44 0.72 l —

(1) CAIS: Standard insulated aluminium cover/DD: Double dome cupola/BSL: Luminous sun-shading system/PI (16/20): Pearl Inside 16 or 20 mm
(2) SL 250: 0-400 m altitude 

l available, — not available
* Performance with 350 mm high device, 16 mm cellular PC (PCA)

O F

PVC
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WATERPROOFED ROOF

Sectional view

350 mm

Bluesteel Therm Winch + Access

Smoke ventilation & Roof access | Winch - Thermal improvement
BLUESTEEL THERM WINCH + ACCESS

140°

EFFICIENT SOLUTIONS

BSL (luminous sun-shading system) 
  �Reduces sun factor by 35%*
  �Improves the thermal performance  
of the skylight

  �Cuts glare and light marks on the floor
  �Available in clear (opal in option)

Pearl Inside
  �Improves acoustic performance  
Lia: 65 dB, Rw: 28 dB (0,-2)

  �New cellular PC (PCA) concept with incorporated 
glass microbeads 

  �Crystalline effect for an incomparable aestethic 

* compared to 16 mm opal cellular PC (PCA)
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WATERPROOFED ROOFThermal improvement / Smoke ventilation & Roof access

Smoke ventilation & Roof access | Winch - Thermal improvement
BLUESTEEL THERM WINCH + ACCESS

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV.  
Factory mounted

  THERMAL FUSE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades
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PVC

O F

PVC
O F

PVC
RAL 9010 RAL 9005

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal (standard), clear, Calor Control, opaque

  20 mm cellular PC (PCA)
20 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  32 mm cellular PC (PCA)
32 mm cellular polycarbonate 
Available in opal, clear, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)
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Smoke ventilation & Daily ventilation  
Electric - Standard steel upstand

BLUESTEEL DV ELEC

 Smoke ventilation & Daily ventilation / Double flap

  �Upto 5.18 m2 of smoke ventilation 
area

  �Four air flow finishes available:  
S, M, L and XL

  �XL model wind-breakers invisible 
when the device is closed, 
factory mounted

BLUETEK    

WATERPROOFED ROOF

Standard steel upstand  

SMOKE 
VENTILATION

DAILY 
VENTILATION

Characteristics

  �10 mm opal cellular PC (PCA) infill
  �Frame, height 350 mm insulated 15 mm  
bitumen-treated 
Straight upstand > version S  
Oblique upstand > versions M, L and XL 

  �Electrical thermofuse gauged at 100°C

Standards and requirements

NATURAL 
LIGHTING

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

WL 3000 if l ≤ 160 cm
and L ≤ 250 cm

Snow load
SL250/SL550

Temperature 
elevation

B 300

EN 1873
EN 12101-2

Bluesteel D
V Elec (v

ersion S)

   
   

    
NE

W DIMENSIONS

AVAILABLE
24V        48VOR

 ELECTRIC CONTROL

         Hyperion 24V                              Coffret 48V
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WL   3000

WL   3000
WL   3000
WL   3000

WL   3000

WL   3000

WL   3000
WL   3000

WL   3000

WL   3000

WL   3000

Standard steel upstand / Smoke ventilation & daily ventilation / Double flap

Technical characteristics

Smoke ventilation & Daily ventilation | Electric - Standard steel upstand
BLUESTEEL DV ELEC

(1) CAIS: Standard insulated aluminium cover
(2) SL 250: 25 daN/m², SL 550: 55 daN/m², SL 750: 75 daN/m², SL 1000: 100 daN/m²
 — not available

Dimensions Performances Characteristics

Commercial 
dimensions

(Roof
opening)

W/L in cm

Light
dimensions

(high 
opening)

W x L in cm

Av
(GA) 
in m2

Aa 
(Useful area) in m2

24 V 48 V

Cellular PC (PCA) 10/16 CAIS (1) Cellular PC (PCA) 10/16 CAIS (1)

S M L XL

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

SL 
250 (2)

I (A)

SL 
550 (2)

I (A)

SL 
750 (2)

I (A)

SL 
1000(2)

I (A)

Intensity per device(A)

160/160 160 x 160 2,56 1,36 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

170/170
170 x 170

2,89
1,50 — — — 5 5 5 8 5 5 6 8 3 3 3 4 3 3 3 4

160 x 160 — 1,91 1,97 2,08 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

180/180
180 x 180

3,24
1,62 — — — 5 5 5 5 5 5 5 5 3 3 3 3 3 3 3 3

170 x 170 — 2,14 2,20 2,37 5 5 5 8 5 5 6 8 3 3 3 4 3 3 3 4

190/190
190 x 190

3,61
1,84 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

180 x 180 — 2,38 2,49 2,67 5 5 5 5 5 5 5 5 3 3 3 3 3 3 3 3

200/200
200 x 200

4,00
2,04 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

190 x 190 — 2,68 2,76 3,00 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

210/210
210 x 210

4,41
2,25 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

200 x 200 — 2,95 3,04 3,26 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

220/220
220 x 220

4,84
2,47 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

210 x 210 — 3,19 3,34 3,53 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

120/200 120 x 200 2,40 1,37 — — — 4 4 4 4 4 4 4 4 3 3 3 3 3 3 3 3

120/240 120 x 240 2,88 1,64 — — — 4 4 4 4 4 4 4 5 3 3 3 3 3 3 3 3

120/250 120 x 250 3,00 1,71 — — — 4 4 4 5 4 4 4 5 3 3 3 3 3 3 3 3

120/300 120 x 300 3,60 2,05 — — — 4 4 4 6 4 4 5 6 3 3 3 3 3 3 3 3

140/200 140 x 200 2,80 1,54 — — — 4 4 4 5 4 4 4 5 3 3 3 3 3 3 3 3

140/250
140 x 250

3,50
1,93 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

130 x 240 — 2,35 2,45 2,49 4 4 4 5 4 4 4 6 3 3 3 3 3 3 3 3

140/300
140 x 300

4,20
2,31 — — — 4 4 6 - 4 5 6 - 3 3 3 - 3 3 3 -

130 x 290 — 2,81 2,98 3,02 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/200 150 x 200 3,00 1,62 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/240 150 x 240 3,6 1,94 — — — 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/250
150 x 250

3,75
2,03 — — — 4 5 5 6 4 5 6 - 3 3 3 3 3 3 3 -

140 x 240 — 2,51 2,63 2,70 4 4 5 6 4 4 5 6 3 3 3 3 3 3 3 3

150/300
150 x 300

4,50
2,43 — — — 4 5 6 - 4 5 6 - 3 3 3 - 3 3 3 -

140 x 290 — 3,02 3,20 3,29 4 4 5 6 4 4 6 - 3 3 3 3 3 3 3 -

160/200 160 x 200 3,20 1,70 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

160/250
160 x 250

4,00
2,12 — — — 5 6 8 - 5 6 - - 3 3 4 - 3 3 4 -

150 x 240 — 2,68 2,80 2,92 4 4 5 6 4 5 5 6 3 3 3 3 3 3 3 3

160/300
160 x 300

4,80
2,54 — — — 5 6 - - 5 6 - - 3 3 - - 3 3 -

150 x 290 — 3,22 3,41 3,55 4 5 6 - 4 6 - - 3 3 3 - 3 3 3 -

180/250
180 x 250

4,50
2,25 — — — 5 5 5 6 5 5 5 6 3 3 3 3 3 3 3 3

170 x 240 — 2,97 3,15 3,38 5 5 8 - 5 6 8 3 3 4 - 3 3 4 -

180/280
180 x 280

5,04
2,52 — — — 5 5 5 6 5 5 6 8 3 3 3 3 3 3 3 4

170 x 270 — 3,38 3,58 3,83 5 6 - - 5 6 - - 3 3 - - 3 3 - -

180/300
180 x 300

5,40
2,70 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

170 x 290 — 3,62 3,83 4,10 5 6 - - 5 8 - - 3 3 - - 3 4 - -

200/250
200 x 250

5,00
2,55 — — — 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

190 x 240 — 3,35 3,55 3,80 5 5 6 8 5 5 6 8 3 3 3 4 3 3 3 4

200/300
200 x 300

6,00
3,06 — — — 5 6 8 - 5 6 8 - 3 3 4 - 3 3 4 -

190 x 290 — 4,08  4,32 4,62 5 5 6 8 5 6 8 8 3 3 3 4 3 3 4 4

230/300 220 x 290 6,90 — 4,55 4,90 5,18 5 6 8 - 5 6 - - 3 3 - - 3 3 - -

O F

PVC

RA
L

O F

PVC
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WATERPROOFED ROOF

Sectional view

Smoke ventilation & Daily ventilation | Electric - Standard steel upstand
BLUESTEEL DV ELEC

Commercial part number height Useful height (A) Valley gutter height (B)

350 350 mm 297 mm

420 420 mm 367 mm

500 500 mm 447 mm

A

B

B

Bluesteel DV Elec

90° 90°
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Standard steel upstand / Electric smoke ventilation / Double flap

Smoke ventilation | Electric - Standard steel upstand
BLUESTEEL DV ELEC

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �STRAIGHT/OBLIQUE UPSTAND 
Heights 350 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

> optional plate required in XL versions

  POSITION CONTACTS
Show the standby or safety position of an NSHEV. 
Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  230 V POWER SUPPLY
Converts the 230V supply to 24V to power the 
opening system.

  VENTILATION
Partial or total, with the smoke control actuator

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  S: Straight upstand

  M: Oblique upstand + wind-breakers

  L: Oblique upstand + wind-breakers + sheaths
  XL: Oblique upstand + foldaway windshields 

+ sheaths

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVCO F

PVC

O F

PVC O F

PVC

O F

PVC

O F

PVC

WATERPROOFED ROOF

RAL 9010 RAL 9005

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in Opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation  
Pneumatic - Standard steel upstand

BLUESTEEL DV PNEU

Smoke ventilation / Double flap

  �Up to 5.18 m of smoke ventilation 
area

  �Four air flow finishes available:  
S, M, L and XL

  �XL model wind-breakers invisible 
when the device is closed,  
factory mounted

BLUETEK    

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standard steel upstand  

Characteristics

  �10 mm opal cellular PC (PCA) infill
  �Upstand, height 310 mm insulated 15 mm  
bitumen-treated 
Straight upstand > S  model 
Oblique upstand > M, L and XL  models

  �Pneumatic thermofuse gauged at 93°C 

Standards and requirements

Low temperature 
T (0°)

T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

Snow load
SL250/SL500

Temperature 
elevation

B 300

Bluesteel D
V Pneu version S

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Dimensions Performance Characteristics

Commercial 
dimensions 

(Roof opening)
W/L in cm

Light dimensions
(high opening)

W x L in cm

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Operating pressure (bar) Total volume of cylinders in litres (L)

Cellular PC (PCA) 
10. 16 CAIS (1) Cellular PC (PCA) 

10. 16 CAIS (1)

S M L XL SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2)

160/160 160 x 160 2.56 1.36 — — — 10 15 10 15 0.92 0.92 0.92 0.92

170/170
170 x 170

2.89
1.50 — — — 10 15 15 20 0.92 0.92 0.92 0.92

160 x 160 — 1.91 1.97 2.08 10 15 10 15 0.92 0.92 0.92 0.92

180/180
180 x 180

3.24
1.62 — — — 10 20 15 20 0.92 0.92 0.92 0.92

170 x 170 — 2.14 2.20 2.37 10 15 15 20 0.92 0.92 0.92 0.92

190/190
190 x 190

3.61
1.84 — — — 15 20 15 24 0.90 0.90 0.90 0.90

180 x 180 — 2.38 2.49 2.67 10 20 15 20 0.92 0.92 0.92 0.92

200/200
200 x 200

4.00
2.04 — — — 15 24 20 26 0.90 0.90 0.90 0.90

190 x 190 — 2.68 2.76 3.00 15 20 15 24 0.90 0.90 0.90 0.90

210/210
210 x 210

4.41
2.25 — — — 20 20 22 22 0.90 1.40 0.90 1.40

200 x 200 — 2.95 3.04 3.26 15 24 20 26 0.90 0.90 0.90 0.90

220/220
220 x 220

4.84
2.47 — — — 20 22 24 26 0.90 1.40 0.90 1.40

210 x 210 — 3.19 3.34 3.53 20 20 22 22 0.90 1.40 0.90 1.40

120/200 120 x 200 2.40 1.37 — — — 10 15 10 20 0.68 0.68 0.68 0.68

120/240 120 x 240 2.88 1.64 — — — 10 20 15 20 0.68 0.68 0.68 0.68

120/250 120 x 250 3.00 1.71 — — — 10 20 15 20 0.68 0.68 0.68 0.68

120/300 120 x 300 3.60 2.05 — — — 15 20 15 24 0.68 0.68 0.68 0.68

140/200 140 x 200 2.80 1.54 — — — 15 20 15 22 0.84 0.84 0.84 0.84

140/250
140 x 250

3.50
1.93 — — — 15 22 15 24 0.84 0.84 0.84 0.84

130 x 240 — 2.35 2.45 2.49 15 20 15 22 0.68 0.68 0.68 0.68

140/300
140 x 300

4.20
2.31 — — — 15 26 20 20 0.84 0.84 0.84 1.30

130 x 290 — 2.81 2.98 3.02 15 24 20 20 0.68 0.68 0.68 1.04

150/200 150 x 200 3.00 1.62 — — — 15 22 15 24 0.84 0.84 0.84 0.84

150/250
150 x 250

3.75
2.03 — — — 15 26 20 20 0.84 0.84 0.84 1.30

140 x 240 — 2.51 2.63 2.70 15 22 15 24 0.84 0.84 0.84 0.84

150/300
150 x 300

4.50
2.43 — — — 20 20 22 22 0.84 1.30 0.84 1.30

140 x 290 — 3.02 3.20 3.29 15 26 20 20 0.84 0.84 0.84 1.30

160/200 160 x 200 3.20 1.70 — — — 10 20 15 20 0.92 0.92 0.92 0.92

160/250
160 x 250

4.00
2.12 — — — 15 20 15 22 0.92 0.92 0.92 0.92

150 x 240 — 2.68 2.80 2.92 15 26 20 20 0.84 0.84 0.84 1.30

160/300
160 x 300

4.80
2.54 — — — 15 24 20 26 0.92 0.92 0.92 0.92

150 x 290 — 3.22 3.41 3.55 20 20 22 22 0.84 1.30 0.84 1.30

180/250
180 x 250

4.50
2.25 — — — 15 24 20 26 0.92 0.92 0.92 0.92

170 x 240 — 2.97 3.15 3.38 15 22 15 24 0.92 0.92 0.92 0.92

180/280
180 x 280

5.04
2.52 — — — 20 20 20 20 0.92 1.44 0.92 1.44

170 x 270 — 3.38 3.58 3.83 15 26 20 20 0.92 0.92 0.92 1.44

180/300
180 x 300

5.40
2.70 — — — 20 20 20 20 0.92 1.44 0.92 1.44

170 x 290 — 3.62 3.83 4.10 15 26 20 20 0.92 0.92 0.92 1.44

200/250
200 x 250

5.00
2.55 — — — 20 20 20 22 0.90 1.40 0.90 1.40

190 x 240 — 3.35 3.55 3.80 15 26 20 20 090 090 090 1.40

200/300
200 x 300

6.00
3.06 — — — 20 22 24 26 0.90 1.40 0.90 1.40

190 x 290 — 4.08  4.32 4.62 20 20 20 22 0.90 1.40 0.90 1.40

230/300 220 x 290 6.90 — 4.55 4.90 5.18 24 26 20 20 0.90 1.40 1.44 2.22

Standard steel upstand / Smoke ventilation / Double flap

Technical characteristics

Smoke ventilation | Pneumatic - Standard steel upstand
BLUESTEEL DV PNEU

(1) CAIS: Standard insulated aluminium cover
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
 — not available

O F

PVC

O F

PVC
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WATERPROOFED ROOF

Sectional view

A

B

Bluesteel DV Pneu (version S)

Smoke ventilation | Pneumatic - Standard steel upstand
BLUESTEEL DV PNEU

90° 90°

Commercial part number height Useful height (A) Valley gutter height (B)

310 310 mm 257 mm

350 350 mm 297 mm

420 420 mm 367 mm

500 500 mm 447 mmA

B

B



2022

WATERPROOFED ROOFStandard steel upstand / Smoke ventilation / Double flap

Smoke control | Pneumatic - Standard steel upstand
BLUESTEEL DV PNEU

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  �STRAIGHT/OBLIQUE UPSTAND 
Heights 310 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

> optional plate required in XL versions

  POSITION CONTACTS
Show the standby or safety position of an NSHEV. 
Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C and 180°C.

  VENTILATION
Pneumatic: full opening with the smoke ventilation 
cylinders (ventilation 6 bar) (depending on air flow 
performance).
Electric: 230 V electrical motor for partial opening, 300 
mm or 500 mm (to be fitted on the site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  S: Straight upstand

  M: Oblique upstand + wind-breakers

  L: Oblique upstand + wind-breakers + sheaths
  XL: Oblique upstand + foldaway windshields 

+ sheaths

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVCO F

PVC

O F

PVC O F

PVC

O F

PVC

O F

PVC

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in Opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation & Daily ventilation  
Electric - Standard steel upstand

BLUESTEEL ELEC

Smoke ventilation & Daily ventilation

  �Optimised ventilation performance 
with the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the wiring

BLUETEK    

Characteristics

  �10 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 30 mm insulated 15 mm 
bitumen-coated

  �Electrical thermofuse gauged at 100°C

SMOKE 
VENTILATION

WATERPROOFED ROOF

Standard steel upstand  

DAILY 
VENTILATION

Standards and requirements

Bluesteel Elec (standard version)

NATURAL 
LIGHTING

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (partial
ventilation)

Static wind 
resistance 

WL 1500 Pa

Snow load
SL250/SL500

Temperature 
elevation

B 300

EN 1873
EN 12101-2

AVAILABLE
24V        48VOR

 ELECTRIC CONTROL

         Hyperion 24V                              Coffret 48V



2022

Standard steel upstand / Smoke ventilation & Daily ventilation

Technical characteristics

Smoke control & Ventilation | Electric - Standard steel upstand
BLUESTEEL ELEC

(1) CAIS: Standard insulated aluminium cover/DD:  Double dome cupola
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
 — not available

Dimensions Performances Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2

24 V 48 V

Cellular PC 10,16,
CAIS (1) DD (1) Cellular PC 10,16,

CAIS (1) DD (1)

Std Max SL 250 (2) 
I (A)

SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)
SL 250 (2) 

I (A)
SL 550 (2)

I (A)

110/110 100 x 100 539 / 1117 1,21 0,75 0,90 4,5 4,5 2,5 2,5

120/120 110 x 110 565 / 1213 1,44 0,89 1,07 4,5 4,5 2,5 2,5

130/130 120 x 120 591 / 1310 1,69 1,03 1,27 4,5 4,5 2,5 2,5

140/140 130 x 130 617 / 1406 1,96 1,20 1,47 4,5 4,5 2,5 2,5

150/150 140 x140 643 / 1503 2,25 1,37 1,69 4,5 4,5 2,5 2,5

120/140 110 x 130 565 / 1213 1,68 1,02 1,26 4,5  — 2,5  —

120/160 110 x 150 565 / 1213 1,92 1,17 1,44 4,5  — 2,5  —

120/170 110 x 160 565 / 1213 2,04 1,24 1,53 4,5  — 2,5  —

120/180 110 x 170 565 / 1213 2,16 1,32 1,62 4,5  — 2,5  —

120/200 110 x 190 565 / 1213 2,40 1,44 1,80 4,5  — 2,5  —

120/240 110 x 230 565 / 1213 2,88 1,73 2,16 4,5  — 2,5  —

140/160 130 x 150 617 / 1406 2,24 1,37 1,68 4,5  — 2,5  —

140/200 130 x 190 617 / 1406 2,80 1,65 2,10 4,5  — 2,5  —

150/200 140 x 190 643 / 1503 3,00 1,77 2,25 4,5  — 2,5  —

O F

PVC



2022

WATERPROOFED ROOF

Sectional view

 D

 C

350 mm

Bluesteel Elec (standard version)

Smoke ventilation & Daily ventilation | Electric - Standard steel upstand
BLUESTEEL ELEC

165°



2022

WATERPROOFED ROOFStandard steel upstand / Smoke ventilation & Daily ventilation

Smoke ventilation & Daily ventilation | Electric - Standard steel upstand
BLUESTEEL ELEC

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C

  VENTILATION
Partial or total, with the smoke ventilation motor

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in Opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation  
Pneumatic - Standard steel upstand

BLUESTEEL PNEU

Smoke ventilation

  �Optimised ventilation performance 
with the oblique upstand

  �No mechanism overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the copper tube

BLUETEK    

Characteristics

  �10 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 300 mm insulated 15 mm 
bitumen-coated

  �Pneumatic thermofuse gauged at 93°C 

SMOKE 
VENTILATION

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standard steel upstand  

Standards and requirements

Bluesteel Pneu standard version

NATURAL 
LIGHTING

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 1000 (fire depending on infill and dim.)
Re 10,000 (partial or total ventilation 

depending on infill and dim)

Static wind resistance 
WL 1500 or

WL 3000 (≤ 2.53 m2 and 
width ≤ 1.4m)

Snow load
SL250/SL500

Temperature 
elevation

B 300

EN 1873
EN 12101-2
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Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional 
view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Operating pressure (bar) Total volume of cylinders in litres (L)

Cellular PC 
(PCA) 10. 16 CAIS (1) DD (1) Cellular PC 

(PCA) 10. 16 CAIS (1) DD (1)

Std Max SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

SL 
250 (2) 

SL 
500 (2)

90/90 80 x 80 438/922 0.81 0.50 0.60 15 20 15 25 15 25 0.73 0.73 0.73 0.73 0.73 0.73

100/100 90 x 90 464/1018 1.00 0.62 0.74 15 25 20 15 20 15 0.73 0.73 0.73 1.43 0.73 1.43

110/110 100 x 100 490/1115 1.21 0.75 0.90 15 25 20 15 20 15 0.83 0.83 0.83 1.63 0.83 1.63

120/120 110 x 110 516/1212 1.44 0.89 1.07 20 20 25 20 25 20 0.83 1.63 0.83 1.63 0.83 1.63

130/130 120 x 120 542/1308 1.69 1.03 1.27 25 20 15 25 15 25 0.83 1.63 1.63 1.63 1.63 1.63

140/140 130 x 130 567/1405 1.96 1.20 1.47 15 25 20 25 20 25 1.63 1.63 1.63 2.10 1.63 2.10

150/150 140 x 140 593/1501 2.25 1.37 1.69 15 25 15 25 15 25 2.32 2.32 2.32 2.32 2.32 2.32

160/160 150 x 150 619/1598 2.56 1.56 1.95 15 25 20 25 20 25 2.32 2.32 2.32 2.93 2.32 2.93

170/170 160 x 160 645/1695 2.89 1.73 2.20 20 25 20 — 20 — 2.32 2.93 2.32 — 2.32 —

180/180 170 x 170 671/1791 3.24 1.88 2.46 20 — 25 — 25 — 2.32 — 2.32 — 2.32 —

190/190 180 x 180 697/1888 3.61 2.02 2.45 15 — 20 — 20 — 3.60 — 3.60 — 3.60 —

200/200 190 x 190 723/1984 4.00 2.16 2.72 20 — 20 — 20 — 3.60 — 3.60 — 3.60 —

100/140 90 x 130 464/1018 1.40 0.85 1.05 20 20 25 20 25 20 0.73 1.43 0.73 1.43 0.73 1.43

100/150 90 x 140 464/1018 1.50 0.92 1.13 20 20 25 20 25 20 0.73 1.43 0.73 1.43 0.73 1.43

100/200 90 x 190 464/1018 2.00 1.20 1.50 15 25 20 25 20 25 1.43 1.43 1.43 1.43 1.43 1.43

120/140 110 x 130 516/1212 1.68 1.02 1.26 25 20 25 20 25 20 0.83 1.63 0.83 1.63 0.83 1.63

120/160 110 x 150 516/1212 1.92 1.17 1.44 25 25 15 25 15 25 0.83 1.63 1.63 2.10 1.63 2.10

120/170 110 x 160 516/1212 2.04 1.24 1.53 25 25 15 25 15 25 0.83 1.63 1.63 2.10 1.63 2.10

120/180 110 x 170 516/1212 2.16 1.32 1.62 15 25 20 25 20 25 1.63 1.63 1.63 2.10 1.63 2.10

120/200 110 x 190 516/1212 2.40 1.44 1.80 15 25 20 25 20 25 1.63 1.63 1.63 2.10 1.63 2.10

120/220 110 x 200 516/1212 2.64 1.58 1.98 20 25 20 25 20 25 1.63 2.10 1.63 2.10 1.63 2.10

120/240 110 x 230 516/1212 2.88 1.73 2.16 20 25 25 25 25 25 1.63 2.10 1.63 2.10 1.63 2.10

120/250 110 x 240 516/1212 3.00 1.56 2.13 20 25 25 — 25 — 1.63 2.10 1.63 — 1.63 —

140/160 130 x 150 567/1405 2.24 1.37 1.68 20 25 20 25 20 25 1.63 2.10 1.63 2.10 1.63 2.10

140/200 130 x 190 567/1405 2.80 1.65 2.10 20 25 25 — 25 — 1.63 2.10 1.63 — 1.63 —

150/200 140 x 190 593/1501 3.00 1.77 2.25 20 25 20 25 20 25 2.32 2.93 2.32 2.93 2.32 2.93

160/200 150 x 190 619/1598 3.20 1.86 2.43 20 25 25 — 25 — 2.32 2.93 2.32 — 2.32 —

Standard steel upstand /Smoke ventilation

Technical characteristics

Smoke ventilation | Pneumatic - Standard steel upstand
BLUESTEEL PNEU

O F

PVC

(1) CAIS: Standard insulated aluminium cover/DD: Double dome cupola
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
 — not available
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WATERPROOFED ROOF

Sectional view

300 mm

Bluesteel Pneu (standard version)

Smoke ventilation | Pneumatic - Standard steel upstand
BLUESTEEL PNEU

140° or 165° depending on infill
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WATERPROOFED ROOFStandard steel upstand / Smoke ventilation 

Smoke ventilation | Pneumatic - Standard steel upstand
BLUESTEEL PNEU

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C and 180°C.

  VENTILATION
Pneumatic: full opening with the smoke ven-
tilation pneumatic cylinder (ventilation 6 bar) 
(depending on dimensions and infill)
Electric: 230 V electrical motor for partial opening, 300 
mm or 500 mm (to be fitted on the site)

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVCRAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in Opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC
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Smoke ventilation  
Winch - Standard steel upstand

BLUESTEEL WINCH

Smoke ventilation

  �Ideal for staircases 

 �Optimised air flow performance 
with the oblique upstand

 �No mechanism overrun under the 
upstand while opening

 �Device pre-mounted in the factory, 
ready for the winch cable

BLUETEK    

CharacteristicsStandards and requirements

  �10 mm opal cellular PC (PCA) infill
  �Oblique upstand, height 300 mm insulated 15 mm 
bitumen-coated

  �Mechanical thermofuse gauged at 100°C 

SMOKE 
VENTILATION

Low temperature 
T (0°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 10,000 (ventilation)

Static wind resistance 
WL 1500

WL 3000 (≤ 2 m2)

Snow load
SL250/SL500

Temperature 
elevation

B 300

 CONTROL
mechanical, WINCH SI type

WATERPROOFED ROOF

Standard steel upstand  

Bluesteel W
inch standard version

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Standard steel upstand / Smoke ventilation

Technical characteristics

Smoke ventilation | Winch - Standard steel upstand
BLUESTEEL WINCH

Dimensions Performances Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Snow load

Cellular PC (PCA) 
10, 16 CAIS (1) DD (1)

Std Max SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2) SL 250 (2) SL 500 (2)

100/100 90 x 90 872 / 841 1,00 0,50 0,74 • • • • • •

110/110 100 x 100 937 / 918 1,21 0,61 0,90 • • • • • •

120/120 110 x 110 1001 / 995 1,44 0,72 1,07 • • • • • •

130/130 120 x 120 1071 / 1065 1,69 0,85 1,27 • — • — • —

140/140 130 x 130 1129 / 1148 1,96 0,98 1,47 • — • — • —

150/150 140 x 140 1194 / 1224 2,25 1,13 1,69 • — — — — —

100/140 90 x 130 872 / 841 1,40 0,70 1,05 • • • • • •

100/150 90 x 140 872 / 841 1,50 0,75 1,13 • • • • • •

100/200 90 x 190 872 / 841 2,00 1,00 1,50 • — • — • —

120/140 110 x 130 1001 / 995 1,68 0,84 1,26 • — • — • —

120/160 110 x 150 1001 / 995 1,92 0,96 1,44 • — • — • —

120/170 110 x 160 1001 / 995 2,04 0,84 1,53 • — • — • —

120/180 110 x 170 1001 / 995 2,16 0,89 1,62 • — • — • —

120/200 110 x 190 1001 / 995 2,40 0,96 1,80 • — • — — —

140/160 130 x 150 1129 / 1148 2,24 1,12 1,68 • — • — — —

O F

PVC

(1) CAIS: Standard insulated aluminium cover/DD: Double dome cupola
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude

l available, — not available
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WATERPROOFED ROOF

Sectional view

300 mm300 mm

Bluesteel Winch (standard version)

Smoke ventilation | Winch - Standard steel upstand
BLUESTEEL WINCH

140°
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WATERPROOFED ROOFStandard steel upstand / Smoke ventilation

Smoke control | Winch - Standard steel upstand
BLUESTEEL WINCH

Infills

Accessories and Options

  GRIDDLE
Fixed 15x15 mm, 1200-joule steel

  GRILLE
Round fixed in 1200-joule steel 

  OBLIQUE UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL FUSE
Automatically opens the vent if the temperature 
near the roof rises.  
Possible with 140°C

  VENTILATION
Partial 300 mm.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades, please enquire 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

Air flow finishing

  WITHOUT SPOILERS (STANDARD VERSION)

O F

PVC

O F

PVC

  SPOILERS (MAX. VERSION)
Galvanised steel elements that improve air 
flow performance

O F

PVC

RAL 9010 RAL 9005

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  CUPOLA
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard

O F

PVC

O F

PVC
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Smoke ventilation, Roof access & Daily 
ventilation  
Electric - Standard steel upstand

BLUESTEEL ELEC + ACCESS

Smoke ventilation, Roof access & Daily ventilation

  �Easy roof access with remote roof 
access mechanism

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the wiring

BLUETEK    

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
electric, HYPERION type (24V)

WATERPROOFED ROOF

Standard steel upstand  

DAILY 
VENTILATION

CharacteristicsStandards and requirements

  �10 mm opal cellular PC (PCA) infill
  �Straight upstand, 300 mm high, insulated, 15 mm, 
bitumen-treated

  �Electrical thermofuse gauged at 100°C 

Bluesteel Elec +
 Acce

ss

NATURAL 
LIGHTING

Low temperature 
T (0 °)

Operation 
Type B 

Opening + Closing

Cycles 
Re 1000 (fire) 

Re 10,000 (partial ventilation) 

Static wind resistance 
WL 1500

Snow load
SL250/SL500

Temperature 
elevation

B 300

EN 1873
EN 12101-2
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Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) 

in m2 Voltage 
U (V)

Cellular PC (PCA) 10, 16 CAIS (1)

Std SL 250 (2)

I (A)
SL 500 (2)

I (A)
SL 250 (2)

I (A)
SL 500 (2)

I (A)

100/100 100 x 100 1207/635 1.00 0.21 24 2.5 4 4 4

120/120 120 x 120 1381/735 1.44 0.30 24 2.5 — 4 —

Standard steel upstand / Smoke ventilation, Roof access & Daily ventilation

Technical characteristics

Smoke ventilation, Roof access & Daily ventilation | Electric - Standard 
steel upstand
BLUESTEEL ELEC + ACCES

(1) CAIS: Standard insulated aluminium cover
(2) SL 250: 0-400 m altitude/SL 500: 400-800 m altitude
l available, — not available

O F

PVC
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WATERPROOFED ROOF

Sectional view

C

D

300 mm

Bluesteel Elec + Access

Smoke ventilation, Roof access & Daily ventilation | Electric - Standard 
steel upstand
BLUESTEEL ELEC + ACCES

120°
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WATERPROOFED ROOFStandard steel upstand / Electric smoke ventilation / Roof access

Smoke ventilation, Roof access & Daily ventilation | Electric - Standard 
steel upstand
BLUESTEEL ELEC + ACCES

Infills

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT

Shows the standby or safety position of an 
NSHEV. Factory mounted

  ELECTRIC RELEASE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  VENTILATION
Partial or total, with the smoke ventilation motor

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

p 1 

2016/11 - A & P

w w w . b l u e t e k . f r

GE
N

ER
AL

 D
OC

UM
EN

TA
TI

ON
R

EL
A

TI
N

G
 T

O
 C

O
N

TR
O

L
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O F

PVC

O F

PVC
O F

PVC

Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

O F

PVC

RAL 9010 RAL 9005

  10 mm cellular PC  (PCA)
10 mm cellular polycarbonate 
Available in opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  INSULATED ALUMINIUM COVER 
Standard 

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)

O F

PVC

O F

PVC
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Smoke ventilation & Roof access  
Pneumatic - Standard steel upstand

BLUESTEEL PNEU + ACCESS

 Smoke ventilation & Roof access 

  �Easy roof access with remote roof 
access mechanism

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the copper tube

BLUETEK    

Characteristics

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
pneumatic, CLIP type

WATERPROOFED ROOF

Standard steel upstand  

  �10 mm opal cellular PC (PCA) infill
  �Straight upstand, 300 mm high, insulated, 15 mm, 
bitumen-treated

  �Pneumatic thermofuse gauged at 93°C 

Standards and requirements

Low temperature 
T (-15°)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire)

Static wind resistance 
WL 1500

Snow load
SL250/SL550

Temperature 
elevation

B 300

NATURAL 
LIGHTING

Bluesteel Pneu + Acce
ss

EN 1873
EN 12101-2
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Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful 

area) in m2

Operating pressure (bar) Total volume of actuators in litres (L)

Cellular PC (PCA) 
10. 16 CAIS (1) Cellular PC (PCA) 

10. 16 CAIS (1)

Std SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2) SL 250 (2) SL 550 (2)

100/100 100 x 100 937 / 918 1.00 0.50 12 22 13 23 1.67 1.67 1.67 1.67

110/110 110 x 110 1001 / 995 1.21 0.61 16 — 18 — 1.67 — 1.67 —

120/120 120 x 120 1065 / 1071 1.44 0.72 11 19 12 — 2,07 2,07 2,07 —

Standard steel upstand / Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Pneumatic - Standard steel upstand
BLUESTEEL PNEU + ACCESS

(1) CAIS: Standard insulated aluminium cover
(2) SL 250: 0-400 m altitude/SL 550: 400-800 m altitude
 — not available

O F

PVC
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WATERPROOFED ROOF

Sectional view

C

D

300 mm

Bluesteel Pneu + Access

Smoke ventilation & Roof access | Pneumatic - Standard steel upstand
BLUESTEEL PNEU + ACCESS

140°
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WATERPROOFED ROOFStandard steel upstand/ Smoke ventilation & Roof access

Smoke ventilation & Roof access | Pneumatic - Standard steel upstand
BLUESTEEL PNEU + ACCESS

Infills

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  INSULATED ALUMINIUM COVER 
Standard

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING

- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV. Factory mounted

  THERMAL RELEASE MECHANISM
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC
O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC
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Accessories & options I 7
p 1 to 4

Accessories & options I 7
p 5 to 18

Air flow finishing

  WITHOUT SPOILERS (STANDARD 
VERSION)
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Smoke ventilation & Roof access  
Winch - Standard steel upstand

BLUESTEEL WINCH + ACCESS

Smoke ventilation & Roof access

  �Ideal for staircases

  �Easy roof access with remote roof 
access mechanism 

  �No actuator overrun under the 
upstand while opening

  �Device pre-mounted in the factory, 
ready for the winch cable 

BLUETEK    

Characteristics

SMOKE 
VENTILATION

ROOF
ACCESS

 CONTROL
mechanical, WINCH SI type

WATERPROOFED ROOF

Standard steel upstand  

Standards and requirements

Low temperature 
T (0 °)

Operation 
Type B 

Opening + Closing

Cycles 
Re 300 (fire) 

Re 10,000 (partial ventilation)

Static wind resistance 
WL 1500 or 

WL 3000  (≤ 1 m2)

Snow load
SL250 

Temperature 
elevation

B 300

  �10 mm opal cellular PC (PCA) infill
  �Straight upstand, 300 mm high, insulated, 15 mm, 
bitumen-treated

  �Mechanical thermofuse gauged at 100°C 

Bluesteel W
inch + Acce

ss

NATURAL 
LIGHTING

EN 1873
EN 12101-2
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Dimensions Performance Characteristics

Commercial 
dimensions

(roof opening)
W/L in cm

Light 
dimensions

(high opening)
W x L in cm

Dimensions  
in cm
C/D

(see sectional view)

Av
(GA) 
in m2

Aa 
(Useful area) in m2

Snow load

Cellular PC (PCA) 
10. 16 CAIS. DD (1)

Std SL 250 (2) SL 250 (2)

90/90 90 X 90 872 / 841 0.81 0.41 • •

100/100 100 x 100 937 / 918 1.00 0.50 • •

110/110 110 x 110 1001 / 995 1.21 0.61 • —

120/120 120 x 120 1065 / 1071 1.44 0.72 • —

Standard steel upstand/ Smoke ventilation & Roof access

Technical characteristics

Smoke ventilation & Roof access | Winch - Standard steel upstand
BLUESTEEL WINCH + ACCESS

(1) CAIS: Standard insulated aluminium cover/DD:  Double dome cupola
(2) SL 250: 0-400 m altitude 
l available, — not available

O F

PVC
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WATERPROOFED ROOF

Sectional view

Bluesteel Winch + Access

Smoke ventilation & Roof access | Winch - Standard steel upstand
BLUESTEEL WINCH + ACCESS

140°
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WATERPROOFED ROOFStandard steel upstand / Smoke ventilation & Roof access

Smoke ventilation & Roof access | Winch - Standard steel upstand
BLUESTEEL WINCH + ACCESS

Infill

  10 mm cellular PC (PCA)
10 mm cellular polycarbonate 
Available in opal (standard), clear, opaque, Calor Control

  16 mm cellular PC (PCA)
16 mm cellular polycarbonate 
Available in opal, clear, opaque, Calor Control

  CUPOLA 
Double wall, opal or clear in solid polycarbonate 
or polymethyl methacrylate

  INSULATED ALUMINIUM COVER 
Standard 

Accessories and Options

  GRIDDLE
15x15 mm opening frame in 1200-joule steel

  GRILLE
Round opening in 1200-joule steel 

  �STRAIGHT UPSTAND
Heights 300 (standard), 420, 500 mm

  BITUMOUS WATERPROOFING
By default

  PVC WATERPROOFING
- �Non-bituminous insulation 
- �Non-bituminous insulation with optional 

colaminated plate 
- �Non-bituminous insulation with optional 

galvanised plate

  ROOF ACCESS BAR
Galvanised steel bar that makes access to the 
roof easier and safer

  LADDER SUSPENSION BAR
Galvanised steel tube that may be used to 
support any type of ladder for access to the roof

Ladder available 
in our Control binder

  POSITION CONTACT
Shows the standby or safety position of an 
NSHEV.  
Factory mounted

  THERMAL FUSE
Automatically opens the vent if the temperature 
near the roof rises 
Available in 140°C.

  PAINTING
The upstand, grille, griddle or underside of the 
aluminium cover can be painted in standard RAL 
shades 

O F

PVC

O F

PVC

O F

PVC

O F

PVC

O F

PVC
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PVC
O F

PVC

O F

PVC

RAL 9010 RAL 9005

Accessories & options I 7
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